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PART 1 

1. Introduction 

In designing a building, many HVAC systems options satisfying basic requirements 
related to its use are available. The design engineer is responsible for considering these 
systems and recommending a system that will meet the project goals and perform as desired. 
In addition, regional regulations also have requirements on system performance. In fact, high 
efficiency requirements are imposed to the HVAC equipment in some strict regional 
regulations such as the Energy Performance of Buildings Directive (EPBD) in European 
Union, which requires a minimum efficiency of HVAC equipment in the market. HVAC 
manufacturers have made major improvements to improve the performance of their systems 
and meet these criteria. Current technologies in the market have now only a small window of 
opportunity for improvements still open. As for the nearly zero-energy goal for all newly 
constructed buildings in Europe after 2020, it seems very likely that the design of future 
buildings should still rely on today’s technologies to meet these targets. The integration of 
High Temperature Cooling (HTC) and Low Temperature Heating (LTH) may bring a fresh 
perspective in this context. 

The subtask B and C reports have already presented potential solutions on terminal units 
(Subtask B) and outdoor air handling processes (Subtask C) that use LTH and HTC 
efficiently, while satisfy these comfort requirements of occupants. Considering the “global 
energy chain”, this report proposes a broad analysis of the total system from the energy 
sources/sinks to the indoor environment. The main goals of this report are stated as follows: 

a. To evaluate the benefits of High Temperature Cooling and Low Temperature 
Heating on performance of Heat and Cold Generators. 

b. To evaluate the impacts of High Temperature Cooling and Low Temperature 
Heating on performance of the Total System. 

c. To propose an overview of potential benefits issued from the High 
Temperature Cooling and Low Temperature Heating HVAC system and to give 
practical recommendations on design and operation of these systems. 

The first section proposes a sensitivity analysis on performance of different heat sources 
and heat sinks, giving potential benefits of increasing/decreasing the cooling/heating 
temperature.  

In the second section of this report, some applications of this novel analysis method for 
HVAC systems are presented.  

The third section presents different investigation results related to the integration of 
HVAC systems in buildings and looks at temperature influence on performance of the total 
system.  
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Condenser nominal water flow rate 
Condenser nominal pressure drop(water-side) 
Condenser pump nominal power 

kg/s 
kPa  
kW 

21.29 
17.50 
3.10 

Free-chilling 
Heat exchanger primary side water flow rate 
Heat exchanger primary side pressure drop 
Free-chilling primary pump nominal power 

 
kg/s 
kPa 
kW 

 
3.50 
7.35 
0.56 

Cooling tower 
Supply wet bulb temperature 
Air flow rate 
Fan nominal power 
Exhaust water temperature 
Global UA-value 
Nominal pressure drop in standard/f-ch. Mode 
Secondary cooling tower pump nominal power 

 
°C 

kg/s 
kW 
°C 

kW/K
kPa 
kW 

 
22.00 
11.30 
9.20 

30.00 
41.82 

62.00/28.49 
1.10 
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(b) 
Fig. 2-10 Correlation between (a) cooling tower capacity and air flow rate, (b) nominal 

absorbed power of the centrifugal fans and nominal absorbed power of the secondary pump. 

 

The sizing of the air flow rate in the cooling tower together with the nominal absorbed 
power of both the centrifugal fans and the secondary pump are then evaluated as a proportion 
of the cooling capacity (Bertagnolio, Stabat, Soccal, Gendebien, & Andre, 2010) based on 
manufacturer data as shown in Fig. 2-10(b) 
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Fig. 2-12 Sensitivity of the cooling plant perfomance to cooling tower sizing at different 

BCLR. 
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Fig. 2-13 Sensitivity of the perfomance of the cooling plant at different BCLR. 

Some conclusions can be drawn from these three sensitivity analysis. First, the impact of 
the fan type and of the oversizing of the cooling tower should be taken into account in the 
sizing of the system. From that, a control law should be established based on climate and the 
building cooling load associated. Based on the model sized as above, the sensitivity of the 
performance of the cooling plant to the chilled water temperature can then be predicted. Fig. 
2-14 shows that, for wet bulb temperature of 22°C, an increase of 1°C of the chilled water 
temperature can improve the cooling plant performance by 5.8% in average. This observation 
shows that importance should be attached to the control of the chilled water at all time. 
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Fig. 2-16 Sensitivity of the cooling plant perfomance to chilled water temperature leaving the 
free-chilling heat exchanger at different BCLR. 
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Fig. 2-17 Free-chilling cooling capacity as a function of the outdoor wet bulb temperature at 
different temperature of chilled water leaving the free-chilling heat exchanger 

2.4. Air source heat pump 

The methodology for the air cooled and the water cooled chiller was utilized to analyze 
the sensitivity of air source heat pump. The model considered in the analysis was developed 
based on manufacturer data for an air source heat pump with a scroll compressor. 
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Fig. 2-19 Typical layout of the ICE based CHP (Knight & Ugursal, 2005) 

With this configuration, the exhaust gases usually leave the unit at temperature around 
90°C. Then in order to improve the thermal efficiency of the CHP unit, a condensation heat 
exchanger can be added in order to recover the latent heat in the flue gases provided that the 
return temperature is low enough (dew point of flue gas is around about 45-55°C) (Zhao, Fu, 
Zhang, Jiang, & Li, 2010). 

2.5.2. Influence of return water temperature on performance 

In order to optimize the performances of the cogeneration unit and the associated heating 
circuit, the influence of heating water temperature needs to be known. Fig. 2-20 and Fig. 2-21 
show the influence of return water temperature on the thermal efficiency of a 5.5kW Senertec 
(Beausoleil-Morrison, 2007) and a 6kW AISIN SEIKI (Rosato & Sibilio, 2012), 
experimentally tested in order to evaluate the performance and calibrate the Annex 42 models. 
These figures show that the return temperature has nearly no influence on thermal efficiency.  
Consequently, the coefficient relative to the return temperature was set to 0 in the polynomial 
Annex 42 models. The variation of thermal efficiency of the AISIN SEIKI is due to the 
variation of the electrical power (the thermal efficiency decreases with the electrical power). 

These experimental studies show that return temperature have no influence on the 
cogeneration unit performance. Nevertheless, as mentioned above, some units have a flue 
gases condensation heat exchanger (CHE), but this CHE will be effective only if the 
temperature is below the flue gases dew point and then the return temperature will have an 
influence. For example, the datasheets of the Cogen Green unit mentioned an increase in 
thermal power if the return temperature is below 40°C. The Senertec that uses Annex 42 to 
calibrate the model have a 3 KW condenser, giving a full power if the return temperature is 
20°C. This increase in thermal power improves the thermal efficiency by about 10%. X.L. 
Zhao & al. (Zhao, Fu, Zhang, Jiang, & Li, 2010) also conclude that it is possible to gain a 
10% improvement on thermal efficiency with CHE at a low return temperature. 
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Fig. 2-20 Thermal efficiency Vs return temperature, experimental data from a Senertec of 5.5 

kW 

 
Fig. 2-21 Thermal efficiency Vs return temperature, experimental data from an AISIN SEIKI 

of 6 kW 
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DHN is, the lower the pressure level of the back pressure and the higher the electricity 
production will be. 

In this case, the cogeneration efficiency, defined as the sum of the electrical efficiency 
and thermal efficiency, is often misleading. Indeed, increasing the level of temperature 
required by the DHN will increase the back pressure which, in turn, decrease the electrical 
efficiency. However, the thermal energy not converted into electricity is available as useful 
thermal energy. As a result, changing the level of water temperature in the DHN slightly affects 
the cogeneration efficiency. 
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Fig. 2-23 Steam saturation pressure in function of temperature. 

To lower operating temperature, the buildings heaters can be changed in the case of a 
retrofit or designed to use the lowest operating temperature at the design step of a DHN. For 
example, heat pumps or low temperature heaters can be installed in buildings to limit the 
required operating temperature. 
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3. Applications of novel analysis method in HVAC system 

In the subtask A, temperature differences of the HVAC system are investigated and 
entransy analysis method is introduced as a novel approach to identify the dissipations. 
According to the entransy analysis method, typical cases could be chosen to construct a high 
temperature cooling & low temperature heating system in this section and solutions could be 
proposed for performance improvement. 

3.1. Application in data centers (with high-density sensible load) 

3.1.1. Characteristics of the indoor built environment in data centers 

Compared with common office building and other civil buildings, data centers show 
unique characteristics, such as rather high sensible heat load density and 8760 hours 
continuous air-conditioning requirement. In data centers, most of the sensible heat is coming 
from servers in different racks, with a load density as high as 500~3000W/m2. By contrast, 
the humidity load in data centers is relatively low and could almost be ignored. Fig. 3-1 
shows the schematic of a classical data centers and its cold aisle. Fig. 3-2 provides the energy 
consumption distribution of different parts in a data center. It could be seen that reducing the 
air-conditioning system energy consumption is key step to achieving an energy efficient data 
center.  

 

      
  (a)                                                                             (b)  

Fig. 3-1 Schematics of classical data center and cold aisle: (a) Schematic of a data center; 
and (b) Closed cold aisle.   
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Fig. 3-2 Energy consumption of classical data centers (water-cooling system): (a) the 

entire data center; (b) air-conditioning system in data center. 
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(a) (b)  

Fig. 3-9 Real-time measurement before retrofitting: (a) return air temperature; and (b) Daily-
averaged intake/exhaust air temperature. 

Indoor air temperature distribution is measured to evaluate the air flow performance. 
Real-time measurement of return air temperature for each CRAC unit is illustrated by Fig. 
3-9(a), with the measurement error controlled within ±0.5°C and data collected every ten 
seconds. The maximum return air temperature difference can be 6°C. The non-uniformity of 
return air temperature can lead to an unfavorable cooling load distribution among the CRAC 
units. Fig. 3-9(b) shows the daily-averaged intake and exhaust air temperature of all racks. As 
we can see, the difference between intake air temperature and exhaust air temperature is as 
large as7.5°C averagely. The measurement on both the indoor air flow performance and 
CRAC energy performance shows a practical demand for the retrofitting of cooling system. 

(2) Retrofit: Distributed cooling terminal 

An internally cooled rack is proposed as distributed cooling terminal using two-stage 
heat pipe media heat exchangers illustrated by Fig. 3-13(a). The 1 stage heat pipe is installed 
at the bottom of the rack to cool the rack intake air from indoor temperature (23–25°C)to 
server required intake temperature (18–20°C) by supply water(10–12°C). While the second 
stage heat pipe is installed at the top of the rack to cool the server exhaust air (35–40°C) to 
indoor temperature (23–25°C) by the output water of 1 stage heat pipe (13–15°C). The output 
water of outdoor unit 2 (return water, 22–24°C) is cooled by the cold source and finally 
delivers all heat to outdoor environment. Air intake temperature is set by Class A1 Grade 
recommended by ASHRAE guidelines. In order to fit the server load variation and maintain a 
uniform intake/exhaust air temperature, the amount of heat exchanged by each unit in the heat 
pipe loops can be adjusted through fan speed control. Such configuration achieves uniform 
indoor air temperature distribution and the cold and hot aisle can be replaced by more racks. 
For indoor humidity control, a few dehumidifiers are arranged at each corner of the room to 
maintain a recommended rack intake air relative humidity of 35–50%. 
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humidity by effectively reducing the cold and hot air mixing. The distributed cooling 
terminals improve the air flow performance and show a good agreement with the initial 
design. The daily-averaged temperature distribution of the combined water loop is illustrated 
by Fig. 3-12(b), with the measurement error controlled within ±0.5°C and data collected 
every hour. The measurement shows a uniform cooling load allocation for each heat pipe loop, 
which is in accordance with the air temperature distribution inside the rack.  

 

Fig. 3-11. Internally cooled racks using two-stage heat pipe loops. 

 
(a)  (b)  

Fig. 3-12 Real-time measurement after retrofitting: (a) Daily-averaged intake/exhaust air 
temperature; and (b) water temperature. 

Before retrofitting, the annual EER (energy efficiency ratio) of the air-conditioning 
system for this data center is only about 2.6. After retrofitting, annual EER is increased to as 
high as about 5.0. Compared to former CRAC system, the combined cooling solution 
effectively reduced the annual cooling energy consumption by about 46%. And total annual 
energy cost by the entire data center has been reduced by about 13%. The annual average 
electrice consumption of CRAC system before and after retrofitting is 185,000 and 100,000 
kWh, respectively. Approximately 46% of the cooling cost is saved per year after retrofitting.  
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3.2. Application in office buildings (with both sensible and latent load) 

As indicated by the analysis above, temperature differences in conventional air-
conditioning system are mainly caused by limited flow rates, limited transfer ability input and 
etc. Entransy dissipations are resulted from combined control of indoor temperature and 
moisture, mixing processes and etc. The main reason for utilizing 7°C chilled water is for air 
dehumidification, leading to significant dissipation in removing sensible load. To reduce the 
entransy dissipation due to combined removing indoor sensible load and moisture, approach 
could be proposed and here will give the performance of the improved air-conditioning 
system. 

3.2.1. Separate treatment of indoor temperature and humidity 

Corresponding to reduce entransy dissipation caused by indoor combined control of 
temperature and humidity to improve the system performance, temperature and humidity 
independent control (THIC) air-conditioning system is proposed to realize the separate 
control of indoor temperature and humidity, with a system operating principle shown in Fig. 
3-13. In humidity control subsystem, the handled outdoor air assumes the two main tasks of 
the air-conditioning system, i.e. supplying enough outdoor air to meet the requirements of 
indoor air quality and dry enough outdoor air to remove the total moisture load in the building 
to control the indoor humidity. Condensing dehumidification method, liquid desiccant and 
solid desiccant methods are all applicable for the humidity control subsystem. As for the 
indoor temperature regulation, another subsystem with a relatively higher temperature cooling 
source can be utilized to control the indoor temperature. Either water or refrigerant is the 
recommended fluid medium in the temperature control subsystem from the perspective of 
reducing the energy use of transportation systems. 

Outdoor air processor 

Summer: Cooling source 
Winter: Heat resource 

Displacement vent 

Personalized vent. 

Radiant panel 

Dry FCU 

Air-conditioning devices Terminal 

Control indoor 
humidity and CO2 

…… 

Control indoor 
temperature 

Dry air 

…… 

Humidity 
control system 

Temperature  
control system 

Indoor environment 

16~19°C 

 

Fig. 3-13  Operating principle of the THIC air-conditioning system. 

Fig. 3-14(a) illustrates the operating schematic of a THIC system constructed by 
desiccant dehumidification method. The heat pump driven liquid desiccant outdoor air 
processor is adopted for indoor humidity control and dry FCU is for temperature control with 
the air handling processes shown as Fig. 3-14(b).  
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3.2.2. A case study of an office building in Guangzhou 

A typical office building in Guangzhou was used to compare the differences in energy 
use of various air-conditioning systems. The total area of the 11-floor office building is 
66,440 m2; each floor consists mostly of offices and meeting rooms and has an area of 6,040 
m2. A model of this building is built using DeST software shown as Fig. 3-16(a) and the 
characteristics of building envelopes are set according to the Chinese national standard. The 
daily schedule of typical office and meeting rooms on workdays in this building is shown in 
Fig. 3-16(b).  
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Fig. 3-16  A typical office building in Guangzhou using DeST software: (a) building 

schematic; and (b) daily schedule. 

Guangzhou has a very humid outdoor condition throughout the cooling period, as shown 
in Fig. 3-17. The hour-by-hour cooling load is shown in Fig. 3-18(a) using DeST software 
with an indoor condition of 26°C and 60% relative humidity and the air-conditioning period is 
from May 1 to October 31. In the typical hot and humid outdoor condition, with an outdoor 
temperature of 36.6°C and a relative humidity of 55%, the total cooling load is 7705 kW. The 
sensible load from the outdoor air is 786 kW, the sensible load from the indoor building is 
4891 kW, the latent load from the outdoor air is 1584 kW, and the latent load from the indoor 
moisture source is 444 kW. Therefore, the latent load is 26.3% of the total load. Fig. 3-18(b) 
illustrate the hour-by-hour subentry loads per unit area in a typical week (August 27 to 
September 2) respectively. As indicated by this figure, the indoor sensible load accounts for 
most of the building load while the indoor moisture load is the least, usually lower than 
10W/m2. 
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Four air-conditioning systems were compared: a conventional system (consisting of 
FCUs and an outdoor air system) and THIC systems I, II and III. In the conventional system, 
7ºC/12ºC chilled water is used to control both the indoor temperature and humidity; no 
reheating devices are considered. Condensing dehumidification is adopted for humidity 
control in the THIC system I and Fig. 3-19(a) gives its operating schematic where 7ºC/12ºC 
chilled water is used for dehumidification and 16ºC/21ºC chilled water for indoor temperature 
control. The air handling process of the THIC system I is illustrated as Fig. 3-19(b) where the 
outdoor air is dehumidified to a humidity ratio dry enough to extract indoor moisture by the 
low temperature chilled water. The schematic of the THIC systems II and III is shown in Fig. 
3-14; the only difference between these two THIC systems concerns the indoor terminals that 
remove the sensible load: dried FCUs are adopted in the THIC system II and radiant panels 
are utilized in the THIC system III. In both THIC system II and III, the heat pump driven 
outdoor air handler using liquid desiccant is adopted as the dehumidification device, and 
16ºC/21ºC chilled water is used to control the indoor temperature. As condensing 
dehumidification is adopted in the THIC system I, the temperature of the supplied outdoor air 
for humidity control is usually lower than 15ºC; while in the THIC systems II and III, the 
temperature of the supplied outdoor air is usually about 18ºC~20ºC. Based on the models of 
devices in the DeST software, energy performances of these four systems could be simulated. 
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(a) (b) 
Fig. 3-19  The THIC air-conditioning system with two chillers: (a) typical outdoor air system 

with FCUs; and (b) psychrometric chart of the air handling process. 

The electric consumptions of the three air-conditioning systems in a typical hot and 
humid outdoor condition are shown in Table 3-1. Because indoor temperature and humidity 
are separately controlled in the THIC systems, the evaporating temperature of the chiller for 
temperature control is much higher, leading to lower energy use by the chillers in the THIC 
systems. The energy use of the FCUs in the THIC system II is greater than that in the 
conventional system because the transportation coefficient of dried FCUs is much lower than 
that of conventional wet FCUs. But in the THIC system I the energy use of the FCUs is a bit 
lower than that in the conventional system because of a lower temperature of supplied 
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outdoor air and a lower required cooling capacity of FCUs. Practically the total supplied 
cooling capacity of the dried FCUs is smaller than that of the wet FCUs in the conventional 
system. The COPsys of the conventional system, THIC system I, II, and III are 3.5, 4.0, 4.7 
and 5.0, respectively, in the typical hot and humid outdoor condition. 

Fig. 3-20 shows the annual energy use of the four air-conditioning systems. It shows that 
the energy use of the THIC systems during the cooling period are lower than that of the 
conventional system. The total energy consumptions are 36.4kWh/m2, 32.7kWh/m2, 
28.5kWh/m2, and 26.4kWh/m2 for the conventional system, THIC system I, II and III, 
respectively. The energy consumption of water chillers in THIC system I is lower than that in 
conventional system as a higher temperature of chilled water is chosen for temperature 
control. And the seasonal COPsys are 3.7, 4.1, 4.7 and 5.1 for these four systems respectively. 
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Fig. 3-20  Annual energy use of the four air-conditioning systems in the typical office building 

in Guangzhou. 

Therefore, compared to the conventional system, the energy efficiency improvement of 
THIC system I is only 11% while of THIC system II and III the energy efficiency 
improvements are 28% and 38%. It means that the performance improvement of THIC 
system I shown as Fig. 3-20 is not as significant as that of THIC systems II and III with the 
heat pump driven liquid desiccant outdoor air processor. But there is still potential for 
performance improvement of THIC system using condensing dehumidification, for example 
the 16ºC chilled water could be used for precooling the outdoor air before dehumidified by 
the 7ºC chilled water.  
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Table 3-1 Electric consumption of air-conditioning systems in a typical hot and humid outdoor condition (36.6ºC and 55% relative humidity) 

  Conventional system THIC system I THIC system II THIC system III 

Electric 
consumption 

(kW) 

Water chillers 1525.3 1285.3 511.4 511.4 
Outdoor air processors using liquid desiccant - - 758.3 758.3 

Chilled water pumps 202.5 201.3 135.0 135.0 
Cooling water pumps 212.0 206.5 105.0 105.0 

Cooling towers 65.9 64.2 22.5 22.5 
Fans in outdoor air processors 83.6 87.8 - - 

FCUs 91.6 89.7 114.4 - 
Entire system 2180.9 1935.0 1646.6 1532.2 

System COP COPsys 3.5 4.0 4.7 5.0 
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Direct solar radiation is common in large space buildings, since larger sections of the 
transparent building envelope are being used as ceilings or sidewalls, as shown in Fig. 3-25. 
Direct solar radiation can be considered as an entransy source to the system, which is 
determined by the temperature of the sun-exposed surface. In a jet ventilation system, heat 
brought in by direct solar radiation will be absorbed by the inner surface; it will go into the 
indoor air and then be removed by the supply air.  

 

(a) (b) 

Fig. 3-25 Direct solar radiation in a large space building: (a) ceiling; and (b) sidewall. 

The equivalent thermal resistance is still composed of R1, R2, and R3, which is the same 
as the other forms of heat sources. In a radiant floor system, the equivalent thermal resistance 
can be significantly reduced if the sunlight can reach the floor surface directly, as shown in 
Fig. 3-26. Solar heat will be absorbed by the floor surface and will transfer to the chilled 
water directly through the floor, so there is only one step from the heat source to the heat sink. 
In contrast, there are three steps of heat transfer in jet ventilation systems. The equivalent 
thermal resistances of System I (jet ventilation) and System II (radiant floor) are summarized 
in Fig. 3-27. 

The minimum thermal resistance principle for the heat transfer process can be expressed 
as follows: for a given set of constraints, the heat transfer process is optimized (i.e., for a 
fixed temperature difference, the heat transfer rate is maximized; for a prescribed heat transfer 
rate, the temperature difference is minimized) when the thermal resistance is minimized. The 
minimum thermal resistance principle can be used to study indoor cooling systems in large 
space buildings. A smaller heat resistance means a larger cooling capacity in the condition of 
identical temperature difference, or a higher temperature of the chilled water in the condition 
of identical cooling capacity. In spaces where the sun shines directly on the floor (e.g., 
atriums, entrance halls, showrooms, etc.), the cooling capacity is significantly higher, and the 
temperature of the chilled water can also increase. 
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4. Integration of HVAC System in Buildings 

4.1. Reference building model 

4.1.1. Methodology for the reference building definition 

The model described is developed based on the “Medium Office Commercial Reference 
Building Model”, retrieved from the U.S. Department of Energy (DOE) reference buildings 
collection (Department of Energy, 2012). The U.S. DOE developed a database of commercial 
reference buildings, formerly known as commercial benchmark building models, to be used 
for whole building energy analysis using building simulation software, such as EnergyPlus 
(Department of Energy, 2015). Overall 16 building types, representing approximately 70% of 
U.S. commercial buildings, are defined across 16 most typical climate locations. Some of the 
building data have been extracted from Excel files downloaded from (Department of Energy, 
2012) for all 16 main U.S. climate zones. 

Some adjustments were made to the DOE model to better fit the Annex 59 framework 
and objectives. In the original DOE version, the building model is composed of three main 
floors (Department of Energy, 2012): the ground floor, the mid floor and the top floor. In the 
proposed building model, a multiplier of ten is applied to the mid floor in order to obtain a 10-
storey office building. Since the Annex 59 project aims at improving the HVAC system 
configurations, only the intermediate floors, called “reference floor”, were employed for 
simulation. The total building needs thus can be obtained by considering all of the 10 floors 
identical to the reference one. Due to the Annex 59 objectives, the original HVAC 
configuration of the DOE model was not taken into consideration, and thus the proposed 
model was defined by an ideal load calculation system for assessing the building space 
heating and cooling needs. Table 4-1 provides a picture of the main features of the Reference 
Building.  

Table 4-1 Building at a glance, main characteristics of the building 

Type of Reference Building Theoretical   
Location Frankfurt, Germany 
Main building activity Office  
Gross conditioned volume [m3] 65804  
Total conditioned floor area [m2] 16607  
Building length [m] 33.3  
Building width [m] 49.9  
Building height [m] 39.6  
N° of Employees/Occupants  971 
Mean Occupancy [person/ m2] 0.058  
Source ASHRAE International Weather for Energy Calculations 

(IWEC) 
The reference building is assumed to be located in Frankfurt, which is selected as 

representative location for the Northern and Center Europe climate with its moderately cold 
winters and warm summers. The corresponding reference weather file is thus used for running 
the simulation. The weather file used can be downloaded from the weather data section 
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Table 4-3  Summary of the building  

 BUILDING TYPOLOGY 
Building Name Annex59 Office Reference Building 
Available Fuel Types gas, electricity 
Principal Building Activity Office 
 FORM 
Total Floor Area [m2] 16607 
Building Shape Rectangle 
Aspect Ratio 1.5 
Number of Floors 10 
Window Fraction (Window to Wall Ratio) 
South 0.33 
East 0.33 
North 0.33 
West 0.33 
Total 0.33 
Shading Geometry None 
Azimuth 0.0 
Thermal Zoning Core zone with four perimeter zones 
Floor to Ceiling Height [m] 3.02 (inferior slab included) 
Plenum Ceiling Height [m] 0.94 
Floor to Floor Height [m] 3.96 
 

BUILDING ENVELOPE 
Exterior walls 
Construction Type Mass Non-residential Exterior Wall 

Gross Dimensions - Total Area without 
external windows [m2] 

4415 

Roof 
Construction Type Flat roof, insulation entirely above deck 
Gross Dimensions - Total Area [m2] 1661 
Window Dimensions [m2] 
South 653 
East 435 
North 653 
West 435 
Total Area [m2] 2176 
Foundation 
Foundation Type Slab Non-Residential with Insulation 
Dimensions - Total Area [m2] 1661 
Interior Partitions 
Construction 2x4 steel-frame with gypsum board 
Dimensions - Total Area [m2] 426 
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Internal Mass 
Construction 15 cm wood 
Dimensions - Total Area [m2] 9964 
Infiltration [ACH] 0.2 
 

Fig. 4-2 represents the reference floor as defined in the model. As previously mentioned, 
only one floor is modeled. In order to simulate it as an intermediate floor, the lower and upper 
inferior and superior slabs are defined as adjacent to a zone with similar boundary conditions 
(adiabatic surfaces). In this regard, the bottom of the floor slab faces thus the top of the 
ceiling void. These assumptions are accurate enough since the building model is only used to 
feed the HVAC system under study. 

The reference floor is divided into 6 zones: 5 occupancy zones, presented in a horizontal 
sectional view in Fig. 4-3, and 1 ceiling void (unique for the whole floor). The interior layout 
of the floor thus can be defined by four open offices located in the peripheral areas and one 
central core, which corresponds to a group of several meeting rooms, service areas and offices 
as well.  

Table 4-4 and Table 4-5 report the main geometrical features of the six thermal zones of 
the reference floor. 

 
Fig. 4-2 Axonometric view of the Medium Office reference building floor 

 
Fig. 4-3 Horizontal and vertical views of the reference floor. 
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Table 4-4  Building summary: geometrical data of each zone 

Zone Name 
Condit. 
[Y/N]

Area 
[m2] 

Volume 
[m3] 

Ceiling 
Height [m]

Gross Wall 
Area 
  [m2] 

Window 
Glass Area 

[m2] 
Zone 1 (North) Yes 207 569 2.74 151 65 
Zone 2 (East) Yes 131 360 2.74 101 44 
Zone 3 (South) Yes 207 569 2.74 151 65 
Zone 4 (West) Yes 131 360 2.74 101 44 
Zone 5 (Core) Yes 984 2698 2.74 0 0 
Zone 6 (Plenum) No 1661 2025 0.94 156 0 

Total Conditioned Zones - 16607 51631 - 5173 2176 

Table 4-5  Building summary: adjacent area per zone 

 Adjacent area [m²] 

Zone Name Zone 1 Zone 2 Zone 3 Zone 4 Zone 5 Zone 6 
Zone 1 (North) 0 17 0 17 111 207 
Zone 2 (East) 17 0 17 0 66 131 
Zone 3 (South) 0 17 0 17 111 207 
Zone 4 (West) 17 0 17 0 66 131 
Zone 5 (Core) 111 66 111 66 0 983 
Zone 6 (Plenum) 207 131 207 131 983 0 

A schematic cross section of the reference floor is shown in Fig. 4-4 

 
Fig. 4-4 Cross section of the reference floor 

The thermo-physical features of the building envelope do not correspond to those of the 
DOE reference building; they are customized for the Annex 59 investigations. Table 4-6 lists 
the U-values of the main building envelope components. 

Table 4-6 Building envelope summary 

Construction type Construction Name [idf file] U-value [W/m2K] 

Walls  Mass non-res ext wall 0.69 
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Roof  IEAD Non-res Roof 0.30 
Ground Slab Slab 1.00 
Slab Int-Slab 1.00 
Windows Window non-res fixed   1.60 
Interior walls Int-walls 3.00 
Ceiling acoustic panels DropCeiling 1.36 

With regard to the transparent envelope component, the frame to window ratio is 0.25 
with a window layer composition of 4/20/4 with 90%Argon. No solar shading device was 
modeled. The whole window solar gain factor is 0.52 and 0.7 for the glass solar factor. The 
wall in contact with the concrete slab is considered as included into the adjacent zone wall, as 
shown in Fig. 4-5. 

 
Fig. 4-5 Vertical view of the outside envelope of the reference floor 

The internal partitions and furnishings of each zone are not geometrically modeled, but 

they are taken into account modelled as internal mass (Table 4-7).  

The construction associated to each internal mass corresponded to a 15 cm wood panel, 
called “InteriorFurnishings” within the EnergyPlus model ( 

Table 4-8). For the EES model, an empirical “indoor capacity factor” equal to 5 is used 
to increase the heat capacity of the room air to approximate energy storage in furniture and 
building constructions.  

Table 4-7  Internal mass summary 

Zone Name Surface [m2]

Zone 1 415 
Zone 2 262 
Zone 3 415 
Zone 4 262 
Zone 5 1976 
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It is assumed that there is no transfer air between zones. Both supply and exhaust air 
flow rates are sized as identical, on the basis of 36m³/h per occupant.  

The internal water production taken into account during modelling came only from the 
occupants, assumed to be a nominal value of 40 g/h per occupant. The occupancy schedule 
previously defined is also employed for this purpose. Moreover, a CO2 balance per zone is 
also included in the model and is fixed similarly to the zone water balance model with a CO2 
production per occupant of 40 g/h. 

The internal gains schedules are reported in Table 4-10 and in Fig. 4-7 to Fig. 4-9. 

Table 4-10 Internal gains schedules 
 Occupants Lights Appliances 
 Week Sat. Others Week Sat. Others Week Sat. Others
0 0 0 0 0.05 0.05 0.05 0.4 0.3 0.3 
1 0 0 0 0.05 0.05 0.05 0.4 0.3 0.3 
2 0 0 0 0.05 0.05 0.05 0.4 0.3 0.3 
3 0 0 0 0.05 0.05 0.05 0.4 0.3 0.3 
4 0 0 0 0.05 0.05 0.05 0.4 0.3 0.3 
5 0 0 0 0.1 0.05 0.05 0.4 0.3 0.3 
6 0 0.1 0 0.1 0.1 0.05 0.4 0.3 0.3 
7 0.2 0.1 0 0.3 0.1 0.05 0.4 0.3 0.3 
8 0.95 0.3 0 0.9 0.3 0.05 0.9 0.5 0.3 
9 0.95 0.3 0 0.9 0.3 0.05 0.9 0.5 0.3 

10 0.95 0.3 0 0.9 0.3 0.05 0.9 0.5 0.3 
11 0.95 0.3 0 0.9 0.3 0.05 0.9 0.5 0.3 
12 0.5 0.1 0 0.9 0.15 0.05 0.8 0.5 0.3 
13 0.95 0.1 0 0.9 0.15 0.05 0.9 0.5 0.3 
14 0.95 0.1 0 0.9 0.15 0.05 0.9 0.35 0.3 
15 0.95 0.1 0 0.9 0.15 0.05 0.9 0.35 0.3 
16 0.95 0.1 0 0.9 0.15 0.05 0.9 0.35 0.3 
17 0.3 0 0 0.5 0.05 0.05 0.8 0.3 0.3 
18 0.1 0 0 0.3 0.05 0.05 0.6 0.3 0.3 
19 0.1 0 0 0.3 0.05 0.05 0.6 0.3 0.3 
20 0.05 0 0 0.2 0.05 0.05 0.5 0.3 0.3 
21 0.05 0 0 0.2 0.05 0.05 0.5 0.3 0.3 
22 0.05 0 0 0.1 0.05 0.05 0.4 0.3 0.3 
23 0.05 0 0 0.05 0.05 0.05 0.4 0.3 0.3 
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Fig. 4-7 Occupancy schedule of the Medium Office reference building model 

 
Fig. 4-8 Lighting schedule of the Medium Office reference building model 

 
Fig. 4-9 Equipment schedule of the Medium Office reference building model 

 

Fig. 4-10 Heating set point schedule of the Medium Office reference building model. 
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4.1.3.1. Step 0 – Envelope heat loss 

 
Fig. 4-12 Comparison of simulation results at Step 0 

The EES and Modelica simulation results gave the same heating power demand of 
19.5kW. The EnergyPlus results are close to the others with 19.2kW. The envelope dimension, 
the zones definition and the wall characteristics are well defined based on this comparison. 

4.1.3.2. Step 1 – Weather data effect 

For step 1, simulation of the building model was performed only taking external 
temperature as thermal force, while solar radiation (global, diffuse and beam horizontal 
radiation), internal gains, ventilation and the ideal HVAC system (for temperature control) 
were assumed not in operation. 

 
Fig. 4-13 Comparison of simulation results at Step 1 

The simulation of indoor temperature in the reference building in one year under actual 
weather condition (outdoor temperature) on the basis of the three models shows coherence in 
the changing trend. Variation of indoor temperature simulated by the three models is within a 
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range of 3oC. The furniture and internal walls were modelled slightly differently, but this has 
no special impact on simulation results.  

4.1.3.3. Step 2 – Solar gains 

In Step 2, the building model simulation was performed by activating the solar radiation, 
while internal gains, ventilation and the ideal HVAC system (for temperature control) were 
considered not in operation. 

Simulation results show that the introduction of solar gains in the models brings larger 
variation in temperature between the EES and Modelica models, mostly due to their different 
internal partitions and furnishings models. 

 
Fig. 4-14 Comparison of simulation results at Step 2 

4.1.3.4. Step 3a – Internal heat gains 

In Step 3, the simulation was performed by activating the internal gains (lighting, 
equipment and occupancy), while ventilation and the ideal HVAC system (for temperature 
control) were assumed not in operation. 
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Fig. 4-15 Comparison of simulation results at Step 3a 

4.1.3.5. Step 3b – Internal heat gains and solar gains 

 
Fig. 4-16 Comparison of simulation results at Step 3b 

The combined gains effect shows slightly different results with around 2°C difference on 
average temperature. 
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coils are obtained from manufacturer data (GEA, 2012) given in Appendix. The 
characteristics of the fan coils are presented in in Table 4-11. 

Table 4-11 Fan coil main characteristics 

 
Heating Capacity*

[kW] 
Cooling Capacity**

[kW] 
Fan consumption (Max/Min)

[kW] 
Zone 1 11.8 12.8 0.160 0.016 
Zone 2 8.2 9.0 0.122 0.006 
Zone 3 11.8 12.8 0.160 0.016 
Zone 4 8.2 9.0 0.122 0.006 
Zone 5 8.2 9.0 0.122 0.006 
Total 482.0 526.0 6.860 0.500 

*HW 70/50°C – ta,su = 20°C at fan maximum speed and with the valve fully open 
**CW 6/12°C – ta,su = 27°C at fan maximum speed and with the valve fully open 

The fan runs at maximal speed during occupancy hours and at minimal speed during the 
non-occupancy hours as first input of the fan coil is then control with an ideal control of the 
water flow rate in the coils (controlling the opening of the valve).  
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Fig. 4-18 Scheme of the Reference Case of the HVAC System 
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Fig. 4-19 Hourly schedule of heating set point  

 
Fig. 4-20 Hourly schedule of cooling set point  

 

4.2.2. Air Handling Unit 

In the reference building description, the ventilation flow rates are set as reported in 
Table 4-12 with the schedule shown in Fig. 4-21. 

Table 4-12 Ventilation air flow rate per zone 

 
Units Supply Extraction 

Zone 1 [m3/h] 576 576 
Zone 2 [m3/h] 360 360 
Zone 3 [m3/h] 576 576 
Zone 4 [m3/h] 360 360 
Zone 5 [m3/h] 1620 1620 
Total [m3/h] 34920 34920 
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Fig. 4-21 Hourly schedule of ventilation  

The AHU scheme is shown in Fig. 4-22. The air pressure drops in nominal conditions 
through components of the AHU and through the supply and return ducts are shown in Fig. 
4-22 and summarized in  

Table 4-13. These values are obtained from the European norm EN13779 (European 
Committee for Standardization, 2004). 

 

 
Fig. 4-22 Air handling unit scheme 

 

Table 4-13 Reference air pressure drops inside the AHU 

 Units Value
Filter [Pa] 150 
Heat recovery [Pa] 230 
Preheating coil [Pa] 80  
Cooling coil [Pa] 140 
Adiabatic humidifier [Pa] 200 
Post heating coil [Pa] 80 

The components of the AHU are sized based on nominal conditions according to the set 
points defined in the following paragraphs.  
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4.2.2.1. Exhaust fan 

The nominal flow rate of exhaust fan is set to 34920 m³/h. The pressure drop associated 
to the fan is the sum of the pressure drops through the recovery heat exchanger (see section 
4.2.2.2) and through the return duct. The return duct pressure drop is assumed, under nominal 
conditions, equal to 130 Pa (1Pa/m through a duct of 130m).  

Fig. 4-23 shows characteristics of the selected fan and nominal operating point based on 
manufacturer data (FläktWoods). In this reference case, the air flow rate and the pressure drop 
stay constant. The characteristics of the fan are then only used in order to take the effect of 
temperature variation into account. 

 
Fig. 4-23 Characteristics of exhaust fan  

4.2.2.2. Heat Recovery 

The heat recovery device is supposed to be a static heat exchanger with a constant 
efficiency of 67% without auxiliary consumption. It works only when the outside temperature 
is lower than 16°C. The nominal pressure drops associated on both air side are equal to 230 
Pa. 

4.2.2.3. Filter 

A typical F7 filter with a nominal pressure drop of 150 Pa is considered for filtering fine 
dust. 
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Table 4-16 Sizing conditions of the cooling coil 

 Units Value

 
[kg/s] 9.70 

 [°C] 6  

 [°C] 12 

 [°C] 30 

 [°C] 12 

 [-] 0.7 

 [-] 0.9 

 

Table 4-17 Characteristics of the cooling coil  

 Units Value

 [kW] 509.22

 [kg/s] 20.27

 

4.2.2.6. Humidifier 

As mentioned above, the humidifier (air washer) is controlled together with the 
preheating coil to reach a temperature of 12°C and relative humidity of 95% at the exhaust of 
the component. The nominal pressure drop associated is 200 Pa. 

 

4.2.2.7. Post heating Coil 

The post heating coil is sized to achieve a temperature of 16°C at exhaust. The sizing 
conditions and characteristics of the post heating coil are presented in Table 4-18 and  

Table 4-19, respectively. The coil is ideally controlled with variable water flow rate and 
constant water supply temperature. 

Table 4-18 Sizing conditions of the post heating coil 

 Units Value
[kg/s] 9.70 

[°C] 70 

[°C] 50 

[°C] 12 

[°C] 20 
 

 



 

63 

Table 4-19 Characteristics of the post heating coil  

 Units Value
[kW] 47.014

[kg/s] 0.5614
 

4.2.2.8. Supply fan 

The nominal flow rate of the supply fan is set to 34920 m³/h. The pressure drop through 
the supply ducts is considered under the nominal condition equal to 160 Pa (1.3Pa/m for a 
duct of 122.8m). Fig. 4-24 shows characteristics of the selected fan and nominal operating 
point based on manufacturer data (FläktWoods). In the reference case, the air flow rate and 
the pressure drop stay constant.  

 
Fig. 4-24 Characteristic of the supply fan  

 

4.2.3. Hydraulic system 

For the reference case, a hydraulic network was submitted to a typical design with the 
help of a Belgian partners working in the field.  
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4.3.1. Winter design conditions: impact of the chilled water temperature 

The winter design conditions are defined in previous sections. The main simulation 
outputs of the model as defined in the reference case and in 70°C/50°C operation regime are 
presented in Table 4-34.  

Table 4-34 Main simulation outputs of the model as defined in the reference case and in 
70°C/50°C operation regime 

  Description Units Value 

Heating demand 

Preheating coil 

[kWhtherm] 

186.73 

Post heating coil 47.03 

TU heating coils 277.62 

Cooling demand 

Cooling coil 0.00 

TU cooling coils 0.00 

Evaporators 0.00 

Electricity 
consumption for 

HVAC 

Preheating coil circuit pump 

[kWhelec] 

0.12 

Cooling coil circuit pump 0.00 

Post heating coil circuit pump 0.56 

AHU fans 16.17 

TU heating circuit pumps 0.34 

TU cooling circuit pumps 0.00 

TU fans 6.86 

Boiler circuit pump 0.83 

Evaporators circuit pumps 0.00 

Chillers 0.00 

Efficiency 

Boiler efficiency [%] 86.75% 

Chiller 1 Energy Efficiency Ratio [-] - 

Chiller 2 Energy Efficiency Ratio [-] - 

Gas consumption Boiler [kWhGAS,HHV] 588.92 

Total 
Electricity consumption for HVAC [kWhelec] 24.88 

Primary energy consumption for HVAC [kWhPE] 651.12 

One can observe that, under these conditions, boiler gas consumption is the main source of 
energy consumption. In order to improve the overall performance of the system, the boiler 

efficiency should be increase as much as possible. In section 2, the influence of the 
temperature at the exhaust and the return of the boiler, as well as the impact of the water flow 

rate, is presented. This analysis can now be extended to the entire system.  

Table 4-35The impact of the temperature of the exhaust water boiler on the total system 
performance is presented in Table 4-35.  

From these simulation results, the influence of the open header can be observed at high 
boiler return water temperature. For example, the mixing effect at the open header can be 
observed at a boiler exhaust water temperature of 90°C in Fig. 4-36. 
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80 56.9 86.75% 590.462 23.847 650.080 -0.04% 
75 53.9 87.32% 585.863 23.900 645.613 0.65% 
70 51.2 88.85% 574.996 23.971 634.924 2.29% 
65 47.4 90.53% 563.273 24.043 623.381 4.07% 
60 43.4 92.19% 551.903 24.128 612.223 5.79% 
55 39.5 93.87% 540.448 24.245 601.061 7.51% 
50 35.6 95.31% 530.371 24.414 591.406 8.99% 
 

4.3.2. Summer design conditions: impact of the chilled water temperature 

The performances of the system designed for summer design conditions in the reference 
case in 6°C/12°C operation regime are presented in Table 4-37. Under these conditions, the 
chiller is the main energy consumer of the HVAC system, accounting for 85% of the total 
energy consumption.  

To improve the efficiency of the total system, performance of the chiller is the most 
significant factor. As studied in the section 2, the performance of the air cooled chiller 
considered is mainly sensitive to the exhaust water temperature of the evaporator. The 
benefits of the higher chilled water temperature on the total system performance is presented 
in  

Table 4-38.  

Also, as for the hot water circuit, the open header in the primary chilled water circuit can 
be removed from the circuit and variable speed pump introduced for the evaporators pumps. 
Results of this change are presented in Table 4-39, showing less impact than that in the hot 
water circuit. This is mainly due to the low sensitivity of the air cooled chiller to the return 
water temperature of the evaporator.  

Table 4-37 Main simulation output of the model as defined in the reference case within 
6°C/12°C operation regime 

Description Units Value 

Heating demand 

Preheating coil 

[kWhtherm] 

0.00 

Post heating coil 0.00 

TU heating coils 0.00 

Cooling demand 
Cooling coil 214.82 

TU cooling coils 425.55 
Evaporators 642.43 

Electricity 
consumption for 

HVAC 

Preheating coil circuit pump 

[kWhelec] 

0.00 
Cooling coil circuit pump 0.49 

Post heating coil circuit pump 0.00 
AHU fans 16.17 

TU heating circuit pumps 0.00 
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TU cooling circuit pumps 2.59 
TU fans 6.86 

Boiler circuit pump 0.00 
Evaporators circuit pumps 4.51 

Chillers 173.39 

Efficiency 
Boiler efficiency [%] 86.30% 

Chiller 1 Energy Efficiency Ratio [-] 3.69 
Chiller 2 Energy Efficiency Ratio [-] 3.69 

Gas consumption Boiler [kWhGAS,HHV] 0.00 

Total 
Electricity consumption for HVAC [kWhelec] 203.99 

Primary energy consumption for 
HVAC [kWhPE] 509.98 

 

Table 4-38 Sensitivity of the performance of the overall system to the exhaust water 
temperature of the evaporator 

Evaporator 
exhaust 
water T 

Evaporator 
return   

water T 
EERavg 

Chiller 
consumption

Electricity 
consumption 

Primary 
energy 

consumption  

Primary 
energy 

improvement

°C °C [-] [kWhelec] [kWhelec] [kWhPE] % 

5 8.7 3.35 178.060 208.536 521.340 -2.23% 
6 9.7 3.42 173.388 203.992 509.980 0.00% 
7 10.7 3.49 168.874 199.626 499.065 2.14% 
8 11.7 3.57 164.500 195.421 488.553 4.20% 
9 12.7 3.64 160.264 191.382 478.455 6.18% 
10 13.7 3.72 156.164 187.519 468.798 8.08% 
11 14.7 3.79 151.486 183.111 457.778 10.24% 
12 15.6 3.87 145.826 177.819 444.548 12.83% 

Table 4-39 Sensitivity of the performance of the overall system to the exhaust water 
temperature of the evaporator when the open header and considering variable speed pump in 

the primary chilled water circuit are removed 

Evaporator 
exhaust 
water T 

Evaporator 
return   

water T 
EERavg 

Chiller 
consumption

Electricity 
consumption 

Primary 
energy 

consumption  

Primary 
energy 

improvement

°C °C [-] [kWhelec] [kWhelec] [kWhPE] % 

5 12.6 3.61 177.044 205.005 512.513 -2.14% 
6 13.2 3.71 172.496 200.718 501.795 0.00% 
7 13.7 3.80 168.096 196.629 491.573 2.04% 
8 14.3 3.90 163.842 192.750 481.875 3.97% 
9 14.8 4.00 159.728 189.102 472.755 5.79% 
10 15.3 4.10 155.748 185.697 464.243 7.48% 
11 15.8 4.20 151.196 181.691 454.228 9.48% 
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12 16.3 4.30 145.668 176.918 442.295 11.86% 
 

In the summer design conditions, the building is considered to be at full occupancy. It is 
then important to keep tracking the comfort of the occupants in each case studied. To 
maintain similar comfort conditions in different building zones, the Predicted Percentage of 
Dissatisfied (PPD) variable during occupancy hours in each zone can be evaluated. In this 
case, the air temperature in the zone is taken into account to evaluate a simplified PPD index, 
with a constant PPD equal to 5% when the indoor temperature is beneath the heating and 
cooling temperature set point of [21°C;25°C], and progressively increasing when going 
outside of this range. The considered laws are presented in Fig. 4-37 and Fig. 4-38. 
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Fig. 4-37 Evolution of the PPD in the zone when the indoor temperature is below the heating 
set point 
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Fig. 4-38 Evolution of the PPD in the zone when the indoor temperature is above the cooling 
set point 

 

In Table 4-40, it can be observed that the PPD increases quite significantly in each zone 
when increasing the chilled water temperature to 11°C or 12°C. To overcome this increase, 
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the terminal units cooling coils must be slightly oversized to keep the same level of comfort. 
The simulations are performed for fan coils units’ power increased of respectively 10% and 
25% for the 11°C and 12°C evaporator exhaust water temperature simulation ( 

Table 4-41 and  

Table 4-42). This leads to a lower performance improvement under these conditions. 

Table 4-40 Evolution of the PPD of the 5 zones when the exhaust water temperature of the 
evaporator is changed, and the open header and considering variable speed pump in the 

primary chilled water circuit are removed 

Evaporator 
exhaust 
water T 

Oversizing 
factor PPD Zone 1 PPD Zone 2 PPD Zone 3 PPD Zone 4 PPD Zone 5

°C - % % % % % 

5 1 7.51 7.36 7.51 7.36 7.17 

6 1 7.66 7.49 7.66 7.49 7.27 

7 1 7.83 7.64 7.83 7.64 7.38 

8 1 8.03 7.82 8.03 7.82 7.52 

9 1 8.26 8.03 8.26 8.03 7.68 

10 1 8.54 8.28 8.54 8.28 7.87 

11 1 9.85 8.61 9.85 8.61 8.17 

12 1 12.87 10.84 12.87 10.84 8.84 

 
Table 4-41Sensitivity of the performance of the overall system to the exhaust water 

temperature of the evaporator when oversizing the terminal unit to maintain similar PPD 

Evaporator 
exhaust 
water T 

Evaporator 
return   

water T 
EERavg

Chiller 
consumption

Electricity 
consumption 

Primary 
energy 

consumption  

Primary 
energy 

improvement

°C °C [-] [kWhelec] [kWhelec] [kWhPE] % 

5 12.6 3.61 177.046 205.007 512.518 -2.14% 

6 13.2 3.71 172.494 200.716 501.790 0.00% 

7 13.7 3.80 168.096 196.629 491.573 2.04% 

8 14.3 3.90 163.842 192.750 481.875 3.97% 

9 14.8 4.00 159.728 189.102 472.755 5.79% 
10 15.3 4.10 155.748 185.697 464.243 7.48% 
11 15.8 4.19 152.508 183.831 459.578 8.41% 
12 16.2 4.29 149.624 183.043 457.608 8.81% 

 

Table 4-42 Evolution of the PPD of the 5 zones when changing the exhaust water temperature 
the evaporator, and removing the open header and considering variable speed pump in the 

primary chilled water circuit when oversizing the terminal unit 
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Table 4-47 Summary of the system loads and energy consumption in off-design conditions 2/3 
and in 6°C/12°C & 70°C/50°C operation regime 

Description Units Off-design 
Condit. 2

Off-design 
Condit. 3 

Winter 
Design

Heating 
demand 

Preheating coil 

[kWhtherm] 

0.00 0.00 0.00
Post heating coil 0.00 0.00 0.00
TU heating coils 0.00 0.00 0.00

Cooling 
demand 

Cooling coil 0.00 97.87 214.82
TU cooling coils 253.85 212.96 425.55

Evaporators 255.57 312.77 642.43

Electricity 
consumption 
for HVAC 

Preheating coil circuit pump 

[kWhelec] 

0.00 0.00 0.00
Cooling coil circuit pump 0.00 0.39 0.49

Post heating coil circuit pump 0.00 0.00 0.00
AHU fans 16.17 16.17 16.17

TU heating circuit pumps 0.00 0.00 0.00
TU cooling circuit pumps 1.73 1.57 2.59

TU fans 6.86 6.86 6.86
Boiler circuit pump 0.00 0.00 0.00

Evaporators circuit pumps 0.97 1.07 4.51
Chillers 48.50 66.70 173.39

Efficiency 
Boiler efficiency [%] - - - 

Chiller 1 Energy Efficiency Ratio [-] 5.21 4.67 3.69
Chiller 2 Energy Efficiency Ratio [-] - - 3.69

Gas 
consumption Boiler [kWhGAS,HHV] 0.00 0.00 0.00

Total 
Electricity consumption for HVAC [kWhelec] 74.22 92.75 203.99

Primary energy consumption for 
HVAC [kWhPE] 185.55 231.87 509.98

 

The influence of the exhaust water temperature of the evaporator on performance of the 
overall system is as important as it is under the summer design conditions. Under the off-
design conditions, the cooling is only working for the sensible load of the terminal units. The 
water temperature could then be, in principle, higher. However, when doing so, the PPD in 
some of the zones is increasing. To allow a higher chilled water temperature, the terminal 
units should be sized differently (oversized). The effect and optimization of the oversizing 
will be investigated on the full year simulation. 

Table 4-48 Sensitivity to the exhaust temperature of the evaporator in off-design condition 2 

Evaporato
r exhaust 
water T 

Boiler 
exhaus
t water 

T 

Gas 
consumption

Chiller 
consumptio

n 

Electricity 
consumptio

n  

Primary 
energy 

consumptio
n  

Primary 
energy 

improvemen
t 

°C °C [kWhGAS,HHV [kWhelec] [kWhelec] [kWhPE] % 
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TU cooling coils 98.10 

Evaporators 99.28 

Electricity 
consumption for 

HVAC 

Preheating coil circuit pump 

[kWhelec] 

0.12 

Cooling coil circuit pump 0.00 

Post heating coil circuit pump 0.06 

AHU fans 16.17 

TU heating circuit pumps 0.00 

TU cooling circuit pumps 1.18 

TU fans 6.86 

Boiler circuit pump 0.24 

Evaporators circuit pumps 0.53 

Chillers 19.46 

Efficiency 

Boiler efficiency [%] 87.00% 

Chiller 1 Energy Efficiency Ratio [-] 5.03 

Chiller 2 Energy Efficiency Ratio [-] - 

Gas consumption Boiler [kWhGAS,HHV] 76.78 

Total 
Electricity consumption for HVAC [kWhelec] 44.60 

Primary energy consumption for HVAC [kWhPE] 188.28 
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Table 4-51 Sensitivity to exhaust temperature of the evaporator under off-design condition 4 

Evaporator 
exhaust 
water T 

Boiler 
exhaust 
water T 

Gas 
consumption

Chiller 
consumption

Electricity 
consumption 

Primary 
energy 

consumption  

Primary 
energy 

improvement

°C °C [kWhGAS,HHV] [kWhelec] [kWhelec] [kWhPE] % 

6 80 77.19 19.45 44.600 188.688 -0.17% 
6 75 76.87 19.45 44.601 188.373 0.00% 
6 70 76.78 19.45 44.601 188.279 0.05% 
6 65 74.59 19.45 44.593 186.072 1.22% 
6 60 72.80 19.44 44.581 184.256 2.19% 
6 55 71.34 19.43 44.569 182.767 2.98% 
6 50 70.08 19.42 44.554 181.463 3.67% 
8 80 76.96 18.59 43.792 186.435 1.03% 
8 75 76.64 18.60 43.793 186.121 1.20% 
8 70 76.54 18.60 43.792 186.022 1.25% 
8 65 74.38 18.59 43.784 183.837 2.41% 
8 60 72.59 18.58 43.773 182.022 3.37% 
8 55 71.13 18.57 43.761 180.536 4.16% 
8 50 69.87 18.56 43.747 179.238 4.85% 
10 80 76.68 17.71 42.976 184.115 2.26% 
10 75 76.36 17.71 42.976 183.799 2.43% 

10 70 76.26 17.72 42.976 183.701 2.48% 

10 65 74.12 17.71 42.968 181.542 3.63% 

10 60 72.33 17.70 42.956 179.721 4.59% 

10 55 70.88 17.69 42.945 178.242 5.38% 
10 50 69.62 17.68 42.931 176.947 6.07% 
12 80 76.33 16.60 41.944 181.190 3.81% 
12 75 76.02 16.60 41.944 180.875 3.98% 
12 70 75.92 16.60 41.943 180.774 4.03% 
12 65 73.81 16.59 41.935 178.647 5.16% 
12 60 72.02 16.58 41.923 176.823 6.13% 
12 55 70.57 16.58 41.912 175.348 6.91% 
12 50 69.31 16.57 41.899 174.059 7.60% 

 

4.4. Investigation on performance of the total system  

4.4.1. Analysis of the equivalent thermal resistance of heating systems 

Blending of heat and cooling fluid, especially in the open header, three-way valves and 
the post-heating in the AHU, causes a decrease in the thermal efficiency of the condensing 
boiler. On the basis of entransy dissipation, an equivalent thermal resistance (RH) between 
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Fig. 4-41 Comparison of equivalent thermal resistances of different systems 

In detail, the equivalent thermal resistance from heat plant to indoor environment 
consists of three parts, including the equivalent thermal resistance of mixing loss 
(RH_mix_sys), equivalent thermal resistance of heat transfer resulting from limited heat 
exchange area (RH_UA_sys), and the equivalent thermal resistance of unmatching loss in the 
heat transfer processes (RH_unmatch_sys). Fig. 4-42 shows the constituents of equivalent 
thermal resistance of different systems at various outdoor temperatures. In part load, i.e., at a 
relatively high outdoor temperature, the contribution of RH_unmatch_sys to the whole 
thermal resistance could be ignored, while the RH_mix_sys, which plays a crucial role on the 
whole resistance, varies a lot among different systems. Minimizing the thermal resistance of 
mixing loss significantly decreases the energy use and increases the thermal efficiency of the 
condensing boiler.  
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Fig. 4-42 Constituent parts of equivalent thermal resistance in different systems 

Table 4-53 illustrates the energy consumption of different systems at typical outdoor 
temperatures in detail. With the open header and the three-way valve being canceled and 
weather compensation control, the System 5 named as heat curve achieves energy saving and 
lowering the temperature level of the heat source under different part load rate. In addition, 
the energy saving rate of System 5 increases with the decrease of the part load rate. The 
consumption of the auxiliaries, in this case tested here, shows no significant influence on the 
system performance if properly designed and controlled. The use of variable speed pumps 
allows to draw these conclusions. The impact of non-optimal hydraulic configurations 
allowing mixing (with open header in our example) and associated constant pumps showed on 
another side the important losses in system efficiency as well as on electricity consumption. 

Table 4-53 Comparison of energy consunption of different systems at typtical outdoor 
temperatures 
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Table 4-54 Summary of the system loads and energy consumption  

Description Units Value 

Heating demand 

Preheating coil [MWhtherm] 52.33 

Post heating coil [MWhtherm] 60.77 

TU heating coils [MWhtherm] 80.66 

Cooling demand 
Cooling coil [MWhtherm] 81.15 

TU cooling coils [MWhtherm] 197.05 

Electricity consumption 

Light [MWhelec] 341.99 

Appliances [MWhelec] 357.73 

AHU fans [MWhelec] 46.23 

TU fans [MWhelec] 23.67 

Pumps [MWhelec] 6.56 

Chillers [MWhelec] 69.81 

Gas consumption Boiler [MWhGAS,HHV] 223.46 

Total  
Electricity consumption [MWhelec] 845.99 

Primary energy consumption [MWhPE] 2338.43 
 

One can observe the hypothesis related to the appliances and lighting installed power and 
schedule of operation are giving high electricity consumption (82%) compared to HVAC 
(only 18%). It has an impact on the indoor terminal unit with much higher cooling loads 
(197.05 MWh) compared with that with heating loads (80.66 MWh). However, the aim of 
present analysis is to improve the performance of the overall system almost independently to 
the type of load profile. In this case, the targeted are than the 18% (corresponding to 854.99 
MWh per year) of electricity consumption related to the HVAC. 

In Table 4-55 to Table 4-58, the influence of the hot and chilled water temperature set 
points on annual boiler consumption, electricity consumption and primary energy 
consumption is presented. The reference case with both open headers is considered in this 
simulation and both set points are maintained constant. 

Table 4-55 Sensitivity of annual electricity consumption of the HVAC system to exhaust 
temperature of evaporator and exhaust water temperature of boiler  

Electricity consumption for 
HVAC 

Evaporator exhaust water temperature 
[°C] 

6 8 10 12 

Boiler exhaust water 
temperature [°C] 

80 146.31 143.21 140.35 137.84 
70 146.27 143.18 140.31 137.79 
60 146.27 143.19 140.30 137.81 
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50 146.27 143.20 140.30 137.81 
 

Table 4-58 

Table 4-56 Sensitivity of annual boiler consumption to exhaust temperature of evaporator and 
exhaust water temperature of boiler  

Boiler consumption 
Evaporator exhaust water temperature 

[°C] 
6 8 10 12 

Boiler exhaust water 
temperature [°C] 

80 228.07 228.04 228.00 227.95 
70 223.46 223.43 223.40 223.35 
60 218.19 218.14 218.11 218.07 
50 201.84 201.82 201.79 201.73 

 

Table 4-57 Sensitivity of annual electricity consumption to exhaust temperature of evaporator 
and exhaust water temperature of boiler  

Electricity consumption for 
HVAC 

Evaporator exhaust water temperature 
[°C] 

6 8 10 12 

Boiler exhaust water 
temperature [°C] 

80 146.31 143.21 140.35 137.84 
70 146.27 143.18 140.31 137.79 
60 146.27 143.19 140.30 137.81 
50 146.27 143.20 140.30 137.81 

 

Table 4-58 Sensitivity of annual primary energy consumption to exhaust temperature of 
evaporator and exhaust water temperature of boiler  

Primary energy consumption for 
HVAC 

Evaporator exhaust water temperature 
[°C] 

6 8 10 12 

Boiler exhaust water 
temperature [°C] 

80 593.83 586.07 578.86 572.54 
70 589.14 581.38 574.18 567.84 
60 583.87 576.12 568.87 562.59 
50 567.52 559.82 552.52 546.26 

 

 

Table 4-59 Number of hours per year and per zone with a PPD above 10% under the different 
set point conditions considered 

  
Number of hours per year with PPD above 10% 

Zone 1 Zone 2 Zone 3 Zone 4 Zone 5 
[h] [h] [h] [h] [h] 

80°C/6°C 0 0 0 0 0 
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5. Principles for achieving HTC&LTH systems 

5.1. Reducing dissipations of internal processes in the system 

The task of active heating and air-conditioning system is to realize the heat or moisture 
transfer process between indoor sources and outdoor appropriate sinks with certain driving 
forces. And the driving forces are consumed in intermediate processes. Proportions of 
temperature differences consumed in intermediate processes should be investigated from the 
perspective of reducing the entire requirement for driving forces and improving system 
performance. Then the most efficient link could be determined for reducing the consumed 
driving forces. Then effective approaches could be proposed for performance optimization. 

It’s also an important issue to choose appropriate outdoor sources or sinks for thermal 
built environment. Temperature levels and corresponding characteristics have been introduced 
in section 2.4. As for cooling in buildings, a heat sink with a relatively low temperature is 
recommended to be selected according to the building function and climate region. It will be 
beneficial to reduce the driving temperature difference in active air-conditioning system. For 
example, outdoor air temperature could be as high as 35ºC in summer but the humidity ratio 
may be relatively low in dry regions such as Xinjiang Province, China. Then the heat sink 
with a relatively low temperature could be achieved by utilizing direct evaporative cooling 
(corresponding to outdoor wet bulb temperature) or indirect evaporative cooling 
(corresponding to outdoor dew point temperature) method. Outdoor design parameters are 
34.1ºC and 8.5g/kg in Urumchi, with corresponding wet bulb and dew point temperatures of 
18.5ºC and 7.5ºC respectively. Chilled water with a temperature of about 12~16ºC could be 
obtained through indirect evaporative cooling device. Then there will be a driving 
temperature difference of 9~13ºC between indoor and chilled water. It will be sufficient for 
covering the temperature differences consumed for cooling in buildings. And there is no need 
to utilize mechanical chiller for producing chilled water and remarkable energy saving results 
could be achieved. 

As there are fixed indoor requirements and outdoor heating source/sink, most of the 
intermediate links in thermal built environment are heat or mass transfer processes. Then the 
driving forces are temperature difference and humidity ratio difference. Entransy dissipation 
is precisely the parameter to depict losses existing in these processes quantitatively. In 
Subtasks A~C, entransy dissipation is adopted to depict the losses in heat and moisture 
collection of terminal handling process, sensible heat transfer process, coupled heat and mass 
transfer processes, periodic heat transfer process successively. Equivalent thermal resistance 
is also derived based on entransy dissipation analysis, and the intermediate link with a 
relatively high thermal resistance could then be determined. Then it could be clarified whether 
the key factor restricting performance is limited transfer ability or unmatched properties 
(including unmatched flow rates, unmatched inlet parameters and etc.). It’s helpful to make 
the direction for performance improvement clear. 
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supposed to be an approach for improving the match properties. It will be beneficial to 
achieve a more energy-efficient process for the water chiller. 

In the district heating system, the distance for transportation system is usually about 
several kilometers or even dozens of kilometers. In normal circumstances, a large temperature 
difference of hot water in the primary network is chosen to reduce energy consumed by the 
transportation system. Another consideration is to avoid an overhigh pipe diameter buried 
underground. The typical supply and return temperatures of hot water are 130ºC and 70ºC 
respectively, with a corresponding temperature difference of about 60ºC. The secondary 
network is usually a water circulation system directly connecting with the terminal devices 
such as radiators and FCUs of users. Its distance is significantly shorter than that of the 
primary network. Operating water temperature difference of the secondary network is usually 
about 15~25ºC, significantly lower than that of the primary network. Then in the 
transportation system, a “lower flow rate and larger temperature difference” mode is adopted 
for the primary network while a “higher flow rate and lower temperature difference” mode is 
selected for the secondary network and terminal users.  

Thus there is no conflict between the “lower flow rate and larger temperature difference” 
mode and the “higher flow rate and lower temperature difference” mode. The former focuses 
on reducing the circulating flow rate to reduce the transportation consumption, while the latter 
puts emphasis in the terminal devices, aiming to improve the performances of heating/cooling 
sources. A global performance optimization of the HV&AC system should be carried out on 
basis of the building functions and service conditions. 

To sum up, input heat or mass transfer ability, power consumption for transportation and 
power consumption of heating/cooling sources are three kinds of parameters indicating the 
input of an active air-conditioning system. Input heat or mass transfer ability is related to the 
initial cost, while transportation power and cooling/heating sources’ power represent the 
operating consumption. The relationship among these three kinds of input consumptions is 
changing with the development of times and technical progress. In the design and operation of 
an actual air-conditioning system currently, temperature levels of main links and match 
properties should be taken into account. The restriction for system performance could be 
obtained based on a comprehensive analysis of temperature levels and match properties. Then 
effective approaches for performance improvement are desired to be proposed. 

 

6. Brief summary of this report 

In this study, the influence of the temperature of hot water and chilled water on system 
performance has been clearly identified. It has been established that increasing the chilled 
water temperature and lowering the hot water temperature have significantly impact on 
performance of the overall system if properly designed. The design guide for the high 
temperature cooling and low temperature heating could be summarized as following: 

(1)  Decrease heat transfer processes could reduce heat transfer loss directly. 
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PART 2    

1 Application in an office building (humid region of China) 

1.1 Description of the THIC System in an office building 

1.1.1 Basic information 
A 5-story office building, as shown in Fig. 0-1, is located in Shenzhen, China, with total 

building area of 21,960m2 and the areas of 5940m2, 5045m2, 3876m2, 3908m2, 3191m2 for the 
1st to 5th floor, respectively. The main functions of the 1st floor are mess hall, archive and 
carport, while the 2nd to 4th floors are the office rooms, with the 5th floor as the meeting room. 
And there is a vestibule vertically through up the 2nd to 4th floors in the north of this building. 
As to the vestibule, curtain wall with ventilation shutters on the top is applied on its north 
facade, as shown in Fig. 0-2. 

N

 
Fig. 0-1 The tested office building in Shenzhen. 

  
(a) (b) 

Fig. 0-2 Vestibule in the office building: (a) photo; (b) schematic figure. 

The outdoor condition in Shenzhen is rather hot and humid all through the year as shown 
in Fig. 0-3. The annual outdoor air relative humidity is about 80% and humidity ratio in 
summer is as high as 20g/(kg dry air). The building requires both cooling and 
dehumidification in a long period of time, and no heating and humidification requirement in 
winter. Therefore, how to handle the moisture efficiently is the key issue in such a subtropical 
area. 
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Fig. 0-4 Schematic of the THIC air-conditioning system. 

Table 0-1 Main devices of the THIC system in the office building 
Subsystem Device Quantity Rated parameters 

Temperature 
control 
subsystem 

Chiller 1 Cooling capacity: 893 kW; Power consumption: 107 kW; rated 
COP=8.3 

Cooling tower 1 Flow rate: 200 m3/h; Power consumption: 7.5kW 
Cooling water pump 1 Flow rate: 180 m3/h; Head: 29 m; Power consumption: 22 kW 
Chilled water pump 1 Flow rate: 262 m3/h; Head: 32 m; Power consumption: 37 kW 
Indoor terminal 
devices - Radiant panels and dry FCUs, serving 19% and 81% of the 

entire sensible cooling respectively 

Humidity 
control 
subsystem 

Outdoor air 
handling units 

1 Fresh air flow rate 2000 m3/h, Cooling capacity 39 kW, Power 
consumption* 10 kW; for offices in the 4th floor 

2 Fresh air flow rate 4000 m3/h, Cooling capacity 83 kW, Power 
consumption* 25 kW; for offices in the 4th floor 

4 
Fresh air flow rate 5000 m3/h, Cooling capacity 103 kW, Power 
consumption* 28 kW; 2 units for the 2nd floor, and 2 units for 
the 3rd floor 

1 Fresh air flow rate 8000 m3/h, Cooling capacity 166 kW, Power 
consumption* 45 kW, for vestibule in the 2nd floor 

1 Fresh air flow rate 10000 m3/h, Cooling capacity 196 kW, 
Power consumption* 45 kW, for restaurant in the 1st floor 

*Including power consumption of compressors, solution pumps, and fans inside the outdoor air units 

The right side of Fig. 0-4 is the humidity control subsystem, including 9 liquid desiccant 
outdoor air handling units that supply adequate dry outdoor air into the occupied spaces. As 
the flow rate of the supplied outdoor air is proportional to the number of people, the pollutants, 
CO2 and latent heat produced by human bodies can be removed by outdoor air. The schematic 
of the heat pump driven outdoor air processors using liquid desiccant is illustrated in Fig. 0-5, 
which is composed of a two-stage enthalpy recovery device and a two-stage air handling 
device coupled with refrigeration cycles. LiBr aqueous solution is employed as liquid 
desiccant in these air processors. The enthalpy recovery device is used to recover the energy 
from indoor exhaust air to decrease the energy consumption of the outdoor air handling 
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1.2.2 Energy efficiency of humidity control subsystem 
The performances of the liquid desiccant outdoor air units were tested one by one 

according to the measured flow rates, air inlet and outlet parameters through the processor 
and input power of compressors, solution pumps and fans. The tested results of seven outdoor 
air units are summarized in Table 0-2; the other two processors are neglected due to the 
difficulty of installing the sensors. 

Table 0-2 Performance of the outdoor air handling units (outdoor condition: 29.3°C and 
20.3g/kg) 

Location 

Supply outdoor air 
Cooling 
capacity 

/kW 

Power consumption 
/kW 

COPair TCfan COPhum
Flow rate 
/(m3/h) 

Temperature 
/°C 

Humidity 
ratio 

/(g/kg) 

Compressors 
and solution 

pumps 
Fans 

East side of 
2nd floor 5059 17.1 6.2 82.6 17.8 2.2 4.7 37.5 4.2 

West side of 
2nd floor 5195 16.7 6.1 86.0 17.6 2.3 4.9 37.4 4.3 

East side of 3rd 
floor 4972 16.8 6.5 80.4 18.2 2.2 4.4 36.5 4.0 

West side of 
3rd floor 5215 16.6 6.2 86.4 17.6 2.2 4.9 39.3 4.4 

East side of 4th 
floor 4261 16.7 6.4 69.5 15.0 1.7 4.6 40.9 4.2 

Middle side of 
4th floor 1940 16.5 6.2 32.1 7.1 0.9 4.5 35.7 4.0 

West side of 
4th floor 4307 16.3 6.1 72.0 15.3 1.8 4.7 40.0 4.2 

 
The east side processor of the 2nd floor is a typical example for the outdoor air unit, and 

its specific operation information is shown in Table 0-3. The outdoor air flow rate was 
5059m3/h, the outdoor air parameters were 29.3°C and 20.3g/kg, and the supply air 
parameters were 17.1°C and 6.2g/kg. So the cooling capacity (Qair), calculated by energy 
balance equation, was 82.6kW. The power consumption of compressors together with 
solution pumps (Pair) inside the processor was 17.8kW, and the power consumption of the 
supply air and exhaust air fans (Pfan) was 2.2kW. Therefore, the performance of the outdoor 
air unit (COPair), the transport coefficient of fans (TCfan) and the performance of the entire 
humidity handling process (COPhum), as shown in Eqs. (0-1)~ (0-3), are 4.7, 37.5 and 4.2, 
respectively. 

Error! Objects cannot be created from editing field codes. (0-1) 
Error! Objects cannot be created from editing field codes. (0-2) 
Error! Objects cannot be created from editing field codes. (0-3) 

Table 0-3 Operation condition of a typical outdoor air handling unit (east side of 2nd floor) 

Outdoor 
condition 

Supplied outdoor 
air Stage

Evaporating
temperature

/°C 

Condensing
temperature

/°C 

Solution parameter 
(temperature & concentration) 

Temperature:  
29.3°C 
Humidity ratio:  
20.3g/kg 
 
 

Temperature:  
17.1°C 
Humidity ratio:  
6.2g/kg 
Flow rate:  
5059m3/h 

I 11.0 50.8 

Dehumidification 
module 

Inlet: 15.8°C, 34.6% 
Outlet: 20.5°C, 34.4%

Regeneration module Inlet: 44.2°C, 34.9% 
Outlet: 38.3°C, 35.2%

II 4.4 51.3 Dehumidification 
module 

Inlet: 9.0°C, 44.1% 
Outlet: 14.0°C, 43.9%
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capacity of the temperature control subsystem (QCH) was 446.1kW with total input power of 
120.8kW. So the COP of the temperature control subsystem (COPTEMP), as shown in Eq. (0-5), 
was 3.7. The COPTEMP under the design condition was 4.1, with the calculated cooling 
capacity of 543.4kW and overall power consumption of 133.6kW. 

Error! Objects cannot be created from editing field codes. (0-5) 
 

1.2.4 Energy efficiency of the entire THIC system 
The entire load of the building is composed of the latent load and sensible load. The 

former consists of both the moisture introduced by outdoor air and produced from occupants, 
and the latter is caused by the ventilation, heat transfer, solar radiation, heat dissipation of 
devices and activity of occupants etc, as illustrated in Fig. 0-15. In the THIC system, 
processed outdoor air is used to remove the entire latent load and part of the sensible load, 
while cooling plant provides high temperature chilled water to remove the rest sensible load. 
By calculation, under the partial load condition, the humidity control subsystem removed 63% 
of entire cooling load with 61% environmental control energy consumption, and the 
temperature control subsystem removed the rest 37% load with the rest 39% energy 
consumption. The same conclusion also can emerge from the test of design point.  

 
(a)
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(b) 

Fig. 0-15 Cooling load and power consumption of the THIC system: (a) cooling load 
proportion; (b) power consumption proportion. 

 
Calculated from the above tested data, the overall COP of the THIC system (COPSYS) 

under partial load condition and design condition were 4.0 and 4.1, respectively, as shown in 
Eq. (0-6). 

Error! Objects cannot be created from editing field codes. (0-6) 
Based on the tested results of these two typical operating conditions, it is convinced that 

the THIC system in this office building has achieved a high efficiency with its total COP over 
4.0. By comparison, the measured average coefficient of performance of whole system in 
traditional fan-coil systems is usually around 3.0. Therefore, there is a remarkable energy 
efficiency improvement of the THIC system comparing with the conventional system. 

1.3 Energy consumption of the THIC system 
Energy consumption of the THIC system was measured by the power metering 

monitoring system. Fig. 0-16 shows the monthly power consumption of the system from 15th 
April to 15th October (apart from weekends and statutory holidays). The total energy 
consumption was 425,000kWh during the cooling season, and the humidity control subsystem 
occupied 61% of the total power consumption which was proportional to the ratio of cooling 
load that the humidity control subsystem undertook.  
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1.4.2 Improve the performance of cooling tower 
According to Table 0-4, the transport efficient of cooling tower (TCCT) was near 140, 

which was lower than the empirical index of 200. Detailed performance test was then 
launched. For the cooling tower, the mass flow rate ratio of air to water was 0.55, with air 
flow rate of 99,620kg/h and water flow rate of 180,000kg/h, and the temperatures of inlet 
water, outlet water and outdoor air wet bulb were 35.6ºC, 32.9ºC and 28.3ºC, respectively. 
Hence, the efficiency of the cooling tower (the temperature variance of the cooling water 
divided by the possible maximal temperature variance) was (35.6-32.9)/(35.6-28.3)=37%. By 
field survey, the low air flow rate, which led to low efficiency of the cooling tower, was 
caused by the loose strap of fan. 

The energy consumption of the cooling tower in the entire air-conditioning system is 
relatively small, but it seriously influences the chiller performance by affecting the 
condensing temperature. The expected efficiency of the cooling tower can be higher than 55% 
if the air flow rate increases to about 180,000 kg/h, and thus the condensing temperature can 
decrease at least 2ºC. As a result, the COP of the chiller (COPCH) can be increased from 
current 8.5 to 9.3. 

1.4.3 Improve the performance of FCU 
As the chilled water inlet temperature is higher than the indoor dew point temperature in 

this THIC system, fan coil units that operate under dry working condition are put into use in 
this building to remove large part of the sensible load of the building. At present, the 
configuration of the adopted dry FCUs is similar to the originally wet FCUs (with standard 
chilled water inlet temperature of 7ºC and transport coefficient of 50). However, the tested 
transport coefficient of the dry FCUs (TCFCU) was around 20, as shown in Table 0-4. 
Factually, the configuration of dry FCUs should be rather different from wet FCUs, since 
condensing water no longer exists in dry FCUs, and some dry FCUs with new configuration 
have appeared with TCFCU close to 50. So there is a huge potential to improve the 
performance of dry FCU with the transport coefficient increased to around 40. 

The contribution of the above three improvements to the temperature control subsystem 
is summarized in Table 0-5. And the expected COPTEMP and COPSYS can be increased to 4.8 
and 4.4 after these alterations, respectively. Therefore, the energy consumption of the altered 
temperature control subsystem can save 23% compared to present situation, and the entire 
THIC system can save 9% compared to its performance at present. 

Table 0-5 Improvement of the temperature control subsystem 

  Chiller Cooling 
tower 

Cooling water
pump 

Chilled water 
pump Fan coil units 

Partial load 
condition 

Present power 
consumption /kW 52.5 3.7 14.6 30.6 19.4 

Expected power 
consumption /kW 

47.7 
(COPCH increases 
from 8.5 to 9.3) 

3.7 14.6 
17.8 

(TCCWP increases 
from 14.6 to 25) 

9.0 
(TCFCU increases
from 18.6 to 40)

Very hot 
and humid 
condition 

Present power 
consumption /kW 63.8 3.7 14.4 29.4 22.3 

Expected power 
consumption /kW 

58.4 
(COPCH increases 
from 8.5 to 9.3) 

3.7 14.4 
21.7 

(TCCWP increases 
from 18.5 to 25) 

13.6 
(TCFCU increases
from 24.4 to 40)
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1.5 Conclusion 
The operating performance of the THIC system in an office building in Shenzhen is 

presented in this section. Liquid desiccant outdoor air units are used to supply dry outdoor air 
to control indoor humidity, and chilled water with the temperature of 17.5°C is pumped and 
distributed into radiant panels and dry fan coil units to control indoor temperature. The 
followings are the conclusions based on the tested results: 
1) The THIC system can provide a comfortable indoor environment that indoor 

temperatures, humidity ratios as well as CO2 concentrations were all within the 
comfortable ranges.  

2) The COP of the entire THIC system can reach 4.0, with the COP of the temperature 
control subsystem and humidity control subsystem of 3.7~4.1 and 4.1 respectively. The 
energy consumption of the THIC system in the tested office building was 
32.2kWh/(m2·yr) (net air-conditioning area), that was, the energy efficiency was much 
higher than that of the conventional air-conditioning system available in literature. 

3) Possible improvements of the temperature control subsystem are provided, including 
modification on the chilled water pump, cooling tower and FCUs. Thus, the expected 
system COP can be further increased to 4.4, which can save 9% compared to present air-
conditioning system. 
 
 

2 Application in an office building (China) 

2.1 Description of the system 

2.1.1 Basic information 

 
Fig. 0-17 Outlook of Antaeus low energy building 

Antaeus low energy building is an office building, located in Jinan, Shangdong Province. 
The building has a total building area of 5,450 m2, 4,583 m2 above ground and the air 
conditioning area is 3,815 m2. It has six floors: one underground floor and five that are above 
ground. As a typical office building, it includes five meeting rooms, others are office rooms. 
Fig. 0-17 shows the outlook of the office building. Table 0-6 gives some detailed information 
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of different floors.  

Table 0-6 Detailed information of different floors 
Floor Area(m2) Person Lighting(W/m2) Equipment(kW) Working time 

F1 892.16 2 10  8:30-17:30 

F2 819.05 15 10 1 8:30-17:30 

F3 919.21 55 10 5 8:30-17:30 
F4 918.42 38 10 5 8:30-17:30 
F5 918.42 10 10 5 8:30-17:30 
B1 Equipment room for HVAC system 

2.1.2 Air-conditioning system 
During cooling season (May 15th to September 15th), THIC air-conditioning system is 

employed in this building. In this THIC system, outdoor air is dehumidified by a fresh air 
handling unit and then the dry fresh air is supplied into the indoor environment for humidity 
control. Radiant floors are used for temperature control in the THIC system. The 7°C chilled 
water in fresh air handling system is made by heat pumps and the 18°C supply water in 
radiant floors is from made by the ground heat exchangers and buried tubes. Fig. 0-18 shows 
operating schematic of air conditioning system in summer.  

 
Fig. 0-18 Schematic of air conditioning system in summer 

During heating season (November 15th to March 15th), air-conditioning is operated as Fig. 
0-19. Heat pump evaporator absorbs low temperature heat from the underground buried tubes 
and then condenser supplies 40°C warm water to the radiant floor and fresh air handling unit.  
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Fig. 0-19 Schematic of air conditioning system in winter 

2.2 Performance in summer 
This air-conditioning system consists of 2 parts, the buried tubes direct supply system 

and the fresh air system. In the buried tubes direct supply system, water pump is the only 
energy consuming device and the fresh air system consists of heat pumps, chilled water pump, 
AHU fan, cooling water pump and cooling tower.  

Table 0-7 shows the annual cooling capacity and energy consumption of buried tubes 
system and fresh air system.  

Table 0-7 Detailed information of different floors 
 Buried tubes system Fresh air system Total 

Cooling capacity per unit area 
kWhc/(m2·a) 25.4 8.9 34.3 

Power consumption per unit area 
kWh/(m2·a) 1.3 4.3 5.6 

EER 19.3 2.1 6.1 
Fig. 0-20 gives detailed power consumption distribution of different devices in the fresh 

air system. 
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Fig. 0-20 Schematic of air conditioning system in winter 

2.2.1 Cooling capacity measurement data of buried tube system 
Buried tube system consists of 56 drill holes and the total length is 5600m. It is separated 

into 2 loops: South loop (36 drill holes) and North loop (20 drill holes). Water pump in buried 
tube system keeps operating day and night, and during the nighttime it operates to store 
cooling capacity for daytime. Fig. 0-21 to Fig. 0-23 gives continuous measurement data of 
water flow rate, supply water temperature and return water temperature in above 2 loops 
respectively. It could be seen that the supply temperature only raise in a small amount along 
summer and keeps around 18°C during the whole cooling season. And the cooling capacity 
during summer of 2013 is shown in Fig. 0-24, total cooling capacity of buried tube system is 
96.8Mwh, namely 25.4kWh/m2. 

 
Fig. 0-21 Flow rate data in 2013 
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Fig. 0-22 Return and supply water temperature of north loop in 2013 

 
Fig. 0-23 Return and supply water temperature of south loop in 2013 

 
Fig. 0-24 Cooling capacity of buried tube system in 2013 

2.2.2 Cooling capacity measurement data of fresh air system 
Cooling capacity in summer of 2013 is given in Fig. 0-25. In Jinan, the humidity ratio of 

fresh air is relatively low in May, June and August, so the fresh air system is not employed 
during these three months. Thus cooling capacity during whole cooling season in 2013 
amounts to 34.1MWh, namely 8.9kWh/m2. 
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Fig. 0-25 Cooling capacity of fresh air system in 2013 

2.3 Performance in winter 
Fig. 0-26 has shown heating capacity of the heat pump and heat absorbed from buried 

tubes from December 22nd ,2012 to March 15th , 2013. Thus, heating capacity of the whole 
heating season is 35.8kWh/m2, electricity consumption is 10.9kWh/m2 and the average 
heating COP is 3.28. 

 
Fig. 0-26 heating capacity of heat pump and buried tubes in 2013 

2.4 Conclusion 
The air-conditioning system in Antaeus office building has been used since December 

2011, and an advanced THIC system is employed in this building. Performances of this 
system both in summer and in winter are investigated in this section and the main conclusions 
can be summarized as follows: 

1) In summer, ground water (18°C) serves as the high temperature cooling source 
through heat exchanger directly for radiant floor, thus that only water pump consuming power, 
ground water offers over 70% of the cooling load with a COP as high as 20. Besides the 
humidity control is guaranteed by fresh air handling unit. In winter, this system utilizes heat 
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pump to absorb heat from ground buried tubes and supplies low temperature heating water 
(40°C) to radiant floor. 

2) Total energy consumption of this building is much smaller than regular office 
building. Cooling capacity during whole cooling season in 2013 amounts to 34.1MWh, 
namely 8.9kWh/m2 and the average COP of whole air-conditioning system is 6.1. Heating 
capacity of the whole heating season is 35.8kWh/m2, electricity consumption is 10.9kWh/m2 
and the average heating COP is 3.28. 

3) Compared with conventional system, system in this building shows advantages in two 
aspects. On one hand, low-cost utility of geothermal energy to produce high temperature 
cooling water (18°C) to radiant floor largely cuts down the electricity consumption in summer. 
And on the other hand, ground source heat pump has higher energy efficiency than common 
air source heat pump because of the high evaporation temperature.  

 

3 Application in a building (Japan) 

3.1 Introduction 
The “Temperature and Humidity Individual Control (THIC) system” is developed to 

reduce the energy consumption for air conditioning. THIC system is consisted of the sensible 
capacity enhanced VRF (multi-split type air-conditioning system) and HP desiccant (humidity 
controllable outer air processing unit). It can control sensible and latent heat individually. 

THIC system is realized by the new technologies as below: 
/ Improvement of efficiency of multi-split type air-conditioning system at partial load 

condition 
/ Improvement of efficiency of humidity controllable outdoor air processing unit 
/ Development of controller for the optimized operation of VRF and HP desiccant 
The demonstration test is carried out in the office of Nagoya University in Japan by 

installing the THIC system and the conventional air-conditioning system (which is consisted 
of the conventional VRF and the heat recovery ventilator with humidification function) in the 
adjacent rooms and performance is compared each other. 

As a result, THIC system reduced the energy consumption by 47% and provided more 
comfortable indoor condition by controlling the humidity appropriately in summer. And also 
THIC system reduced the energy consumption by 26% in winter. 

3.2 Composition of the THIC system 
In this section, the THIC system consisted of the humidity controllable outdoor air 

processing unit (HP desiccant) which mainly treats the latent heat load and the sensible 
capacity enhanced VRF which mainly treats the sensible heat load. These two mechanisms 
are appropriately operated by the controller to simultaneously maintain the comfort of the 
room and save energy. The system composition is shown in Fig. 0-27. 
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Fig. 0-27  Composition of Temperature and Humidity Individual Control System 

 

3.3 Demonstration test 
The demonstration test was carried out to assure the effectiveness of the developed THIC 

system. The test was conducted in cooperative with Nagoya University and Nikken Sekkei 
Research Institute, under the subsidy of NEDO (New Energy and Industrial Technology 
Development Organization). 

The test site was the office in Nagoya University. We divided one room into two for the 
comparison of the conventional system and the THIC system as shown in Fig. 0-28. 

For the eastern area of the office (right hand area), a combined system of conventional 
VRF and HRV with humidifier was installed as a conventional system. For the western area 
(left hand side), a combined system of HP desiccant and sensible capacity enhanced VRF was 
installed as a THIC system. The area of two rooms isn't equal, therefore energy performance 
of system was discussed by using the value per area. 

 
Fig. 0-28  Outline of Field Test Site 

 
 
 

3.3.1 Results of test in summer 
a) Indoor Condition 
Fig. 0-29 and Fig. 0-30 show the comparison of the indoor conditions of conventional 

and THIC systems, respectively. In the case of the set point temperature is 28°C, the 
conventional system cannot provide adequate dehumidification capacity. And with the set 
temperature of 26°C, the conventional system over-dehumidifies the room air and consumes 
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Fig. 0-31  Daily Energy Consumption 

 

3.3.2 Results of test in winter 
The winter test is carried out from December to February, also by measuring the 

temperature and the humidity of the room and energy consumption. 
a) Indoor Condition 
Fig. 0-32 shows the comparison of the indoor room conditions of the conventional and 

THIC systems, respectively. Different from the results of the summer test, by using the HRV 
with the function of humidify both the conventional and THIC system can control the indoor 
air to the target condition. 

 
Fig. 0-32  Indoor Air Condition (Set Temperature is 20°C) 

 



 

128 

b) Energy Consumption 
Fig. 0-33 shows the comparison of the total energy consumption of the test period. The 

energy consumption can be reduced by approximately 30% with the THIC system during 
winter test. 

 
Fig. 0-33  Daily Energy Consumption 

 

3.4 Conclusion 
The developed THIC system can maintain a comfortable inner air condition and 

drastically reduce the energy consumption at the same time. 
 

4 Application of solar thermal system application (Italy) 
HIGH TEMPERATURE COOLING AND LOW TEMPERATURE HEATING 

SYSTEMS 

4.1 SYSTEM TYPE 
Type:  
Solar thermal system with storage tank for exploitation of renewable energy.  
Low temperature heating from renewable sources. 
Application:  
This system is at the prototypal phase.  
After a conceptual/design phase, a full scale prototype was built in the laboratories of  
the Department of Energy at the Politecnico di Torino. 
The system is intended for space heating only. It provides control over the air 
temperature (sensible loads). It does not provide any control over the relative humidity 
(latent heat loads). To control RH, coupling with another system is required (separate 
control of T and RH). 
 

4.2 BRIEF DESCRIPTION 
Solar thermal collector are the most common device for converting solar energy into 

thermal energy. The proposed system is suitable for the application of a solar thermal system 
coupled with low temperature radiant heating panels for space heating. 
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Phase change materials (PCMs) have long been used for thermal energy storage due to 
the large amount of heat they absorb or release during their phase transition. They can be 
chosen to select the most suitable phase change temperature range for a specific application. 
PCMs can be organic materials (paraffin or non-paraffin) as well as inorganic materials. In 
recent years, PCMs have been developed into an always liquid form to increase the heat 
transfer rate by rising the surface to volume ratio. This binary system is called micro-
encapsulated phase change slurry (mPCS).  

The application of PCMs and PCSs in solar thermal systems was studied and developed 
just in the storage tank. Generally, they were coupled with traditional HTFs (water or water-
glycol) in the primary loop of the solar collector. Nevertheless, this strategy implies 
exchanges with finite temperature differences between the HTF flowing inside the solar 
collector loop and the PCM storage as well as between the storage and the carrier fluid 
flowing to the terminal units. These heat exchanges introduce irreversibilities and energy-
exergy losses. To avoid these inefficiencies and reduce the overall temperature difference, a 
thermal solar system based only on mPCS is proposed. The mPCS can be directly used as a 
heat transfer fluid in the various loops of the system.  

The whole slurry-PCM based system that has been conceived includes a PCM-based heat 
storage unit coupled with the solar collector, and a secondary, water-based circuit to supply 
heat to the indoor environment. 

 

4.3 WORKING PRINCIPLE AND STRATEGIES 

 
 

Figures 1(a) and 1(b) show two possible system configurations that can be adopted. The 
option described in figure 1(a) is a two open-loops circuit filled with mPCS. This option 
guarantees the maximum theoretical thermal efficiency due to the complete absence of finite 
temperature differences in the heat exchange between the primary and the secondary loops of 
the system. However, it is more challenging from a technological point of view than the 
option in figure 1(b). 

In figure 1(b), an open primary loop circuit with mPCS coupled with a closed secondary 
loop circuit with water is shown. This configuration is less efficient from the heat transfer 
point of view, due to the temperature difference between storage tank and secondary HTF 
loop. However, the storage tank contains mPCS as well as the previous solution and it 
guarantees an easier technological implementation, since a water glycol solution is used 
inside the radiant panels. For these reasons, this last solution was adopted in the first 
development of the prototype. 
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The system works in a similar way to a traditional solar thermal collector circuit. The 
main difference is represented by a different HTF flowing in the pipes and in the storage tank. 
This requires special care, since the mPCS could be affected by problems of 
creaming/sedimentation, capsule rupture or increasing of the pressure drops. Moreover, in 
order to ensure the complete exploitation of latent heat benefits, the flow rate of HTF have to 
be suitably controlled.  To overcome these possible drawbacks that can affect the system, 
some specific design solutions and control strategies were adopted. 

The following figure is a conceptual scheme of the solar thermal system, the monitoring 
apparatus and the devices to simulate the energy demand: 
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Figure 2 - Scheme of the solar thermal system. 

Pumps P1 and P3 are programmable peristaltic pumps (whose flow rate can be 
controlled). They were adopted for further certainty of no broken microcapsules due to the 
pump action. These pumps have the advantage of not touching the fluid flowing inside the 
pipe and of stressing the capsules less than other kinds of pumps.  

When the PCS is not in motion – such as in the storage tank – the problem of creaming 
occurs. For this reason in the design process of the prototype, the HTF was chosen to be 
continuously maintained in motion also in the storage tank. This was made possible by the use 
of partitions in the storage tank and of a bypass circuit with two controlling valves (V1 and 
V2) a second peristaltic pump P3, which is switched on when the main pump of the primary 
loop is stopped. This process implies an increase of the energy consumption, compared to the 
amount strictly required for the theoretical operation of the system, and a more complex 
pumping system. 
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Figure 3 - The pump speed is regulated on the outlet temperature of the panel. The upper 

melting range temperature was chosen as optimal. 

�6�$�8�+�� �2

 
Figure 4 - Control scheme of opening/closing of the bypass circuit. 

Besides, natural convection within the tank usually causes a thermal stratification in the 
HTF. This phenomenon is generally used to improve the heat transfer with the secondary 
closed loop. By maintaining the PCS in motion, this stratification of HTF in the storage tank 
cannot be exploited. However, the adoption of a bypass circuit was chosen because it was 
easiest way to overcome the creaming phenomenon. Finding a chemical solution for the 
creaming problem was beyond the scope of this work and it can be a proposal for the future. 
Furthermore, since the system is designed to exploit, as much as possible, the latent heat at 
constant temperature, the fact that the stratification is disrupted inside the tank does not 
represent a significant problems as far as the energy efficiency is concerned. 

The right part of the scheme – with the controlling valves V3 and V4 and the flow meter 
FM – is a device adopted to simulate the time profile of the energy demand of the occupants 
of traditional buildings.  

The schemes represented in the following figure summarize the control strategies of the 
system. The flow rate of the circuit is controlled by regulating the pump speed, according to 
solar irradiation availability. Furthermore, the controlling valves V1 and V2 close/open 
themselves. 
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Specific heat (solid/liquid) cpmPCM 1.92/2.46á103 kJ kg-1 K-1 

Mean specific heat adopted cpmPCM 2.19á103 kJ kg-1 K-1 

Latent heat rmPCM 1.95 or 2.47á105 kJ kg-1 

Mean latent heat adopted rmPCM 2.21á105 kJ kg-1 

Nominal phase change temperature TmmPCM 
36.4 

37 

°C 

°C 

Phase change range Tinf_mPCM-Tsup_mPCM 36-38 °C 

 
Typical energy consumption for fans and pumps: 

The main features of the pumps used in the prototype are as follows: 

Table 3. Specifications of the Verderflex Scientific AU UV 3000 HD pump. 

Specification Value M.u. 

Power consumption 100 VA 

Protection rating IP66 - 

Speed control 
4-20 mA 

0-10 V 

Speed range 10-250 RPM 

Standard tube material Verderprene - 

Standard tube inner diameter size 0.0080 M 

Standard tube inner diameter thickness 0.0032 M 

Nominal flow rates 5,82-145,50 l/h 

Table 4. Specifications of the Verderflex OEM M3000 pump. 

Specification Value M.u. 

Power consumption 100 W 

Protection rating IP66 - 

Speed control Setted - 

Speed possibilities 55 or 125 or 240 RPM 

Standard tube material Verderprene - 

Standard tube inner diameter size 0.0096 M 

Standard tube inner diameter thickness 0.0032 M 

Nominal flow rates 46,9 or 106,5 or 
204,5 

l/h 

Typical fans and pumps head: 
Depends on the circuit configuration and on the type of application. Figures of general 

validity cannot be supplied. 
 

4.3.3 Terminals  
Heating system with low temperature radiant floor panels. 
 

4.4 FEATURES AND POTENTIALITIES 
Size (installed power):Solar thermal panel of 2,31 m2 
Temperature levels of the fluids: 
Solar thermal collector loop: 
Optimal maximum return: 38-40°C  Optimal minimum supply: 28-30°C 
Allowable maximum: 60°C   Allowable minimum: -22°C 
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Figure 7 - (a) conversion efficiency ; (b) outlet temperature of the heat carrier fluid; (c) 

conversion efficiency with different mPCM nominal melting. 

Annual and seasonal conversion efficiency was also calculated for different locations 
(Table 5). It is remarkable that, while the annual efficiency increase of approx. 7 % regardless 
of the climates, the heating season efficiency always shows a higher increase + 14%, + 8% 
and + 10%, in Palermo, Torino and Frankfurt, respectively. This nonlinear behaviour can be 
due to the combination of nominal melting temperature of the mPCM and of boundary 
conditions. In Figure 8 the useful converted heat during the heating season is plotted, for the 
innovative and the reference technology. The increase in the extracted heat spans in the range 
+20% ÷ +40%, with the highest increase in the coldest climate (Frankfurt). This reveals that 
the technology is particularly promising in cold climates, where even if the seasonal 
efficiency is still lower than in other, warmer location, the highest percentage increase in the 
converted heat is achieved. 

Table 5. Annual and seasonal conversion efficiency in different location 
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the promising potentialities of the innovative systems compared to traditional hot water solar 
thermal installations. 

Improvements of the flat plate solar collector efficiency in the order of magnitude of 
10% can be expected and increases of the heat collection as high as 40% have been estimated. 

 
 

 
Figure 9 - The monitoring system: thermocouples  

 

 
Figure 10 - The monitoring system: pyrometer  

 

 
Figure 11 - The controlling system: peristaltic pump  
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5 Application in a building in Denmark 

5.1 Radiant heating and cooling systems in plus-energy houses 
The houses considered in this part of the report were designed as plus-energy houses, by 

the students of Technical University of Denmark, to compete in an international competition 
Solar Decathlon Europe 2012 and 2014. 

5.1.1 Description of the house, Fold 
The first house, Fold, competed in Solar Decathlon Europe 2012 in Madrid, Spain. After 

the competition, the house was used as an experimental facility where different heating and 
cooling strategies were tested. The house was located in Denmark. Year-round measurements 
of indoor thermal environment, energy performance and physical parameters in the HVAC 
system were taken from October 2013 to October 2014. 

The name of the house, Fold, stems from the structural shape of the house. The idea 
behind the shape of the house was to take a piece of paper and fold it in such a way, around 
the occupants, that will give the optimum inclination and orientation for the 
photovoltaic/thermal panels on the roof and at the same time it will minimize the heat losses 
and heat gains from the ambient (i.e. solar gains). The folding strategy (inclination of the 
walls, inclination and angle of the roof, length of the overhangs, orientation and so forth) is a 
function of the geographical location. An example of the folding procedure is shown in Fig. 
0-34. 

  
Fig. 0-34  An example of the folding strategy 

Fold was a single-family, detached, one-story house with a floor area of 66.2 m2 and a 
conditioned volume of 213 m3. The house was constructed from wooden elements. The house 
was insulated with a combination of 20 cm of conventional mineral wool and 8 cm of 
compressed stone wool fibers and Aerogel, Aerowool.  

Inside the house, there was a single space combining kitchen, living room and bedroom 
areas. The glazing façades in the South and North sides of the house were partly shaded by 
the overhangs. No solar shading was installed in the house except for the skylight window. 
The largest glazing façade was oriented to the North with a 19° turn towards the West. Fig. 
0-35 and Fig. 0-36 show the exterior and the interior of the house. 
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Fig. 0-35  Outside views of the house, seen from North-West (left) and South-West 

(right) 

  
Fig. 0-36  Inside views of the house, competition (left) and measurement (right) 

configurations 

The surface areas and corresponding thermal properties of the structural parts of the 
house are given in Table 0-8: 

Table 0-8. Thermal properties of the walls 

External walls South North East West Floor Ceiling 
Area [m2] - - 37.2 19.3 66.2 53 

U-value [W/m2K] - - 0.09 0.09 0.09 0.09 
Windows South North East West Floor Ceiling 
Area [m2] 21.8 36.7 - - - 0.74 

U-value [W/m2K] 1.04 1.04 - - - 1.04 
Solar transmission 0.3 0.3 - - - 0.3 

 

5.1.2 Descriptions and operation principles of the heating, cooling, and ventilation 
systems of Fold 

The design of the house’s HVAC system exploited the advantages of well-known and 
proven technologies combined with those of less mature technologies in order to achieve an 
innovative, efficient and sustainable solution.  

Fold’s HVAC system consisted of these main parts: embedded pipes in the floor and in 
the ceiling (dry radiant system), photovoltaic/thermal panels (PV/T), domestic hot water 
(DHW) tank, mechanical and natural ventilation, ground heat exchanger and ground coupled 
heat pump (GHEX and GCHP). 

The main heat source and heat sink of the house was designed to be the ground, realized 
by means of a borehole (single U-tube ground heat exchanger). During the heating season, the 
ground was used as a heat source, if space heating was needed then the heat pump was 
activated. In the cooling season, when the ground was acting as a heat sink, the heat pump 



 

142 

was by-passed and free cooling was obtained by a circulation pump.  
The main sensible heating and cooling strategy of the house relied on the low 

temperature heating and high temperature cooling principle by the hydronic radiant system. 
There were pipes embedded in the floor and in the ceiling. The embedded pipes in the ceiling 
were designed to be used for cooling purposes only while the embedded pipes in the floor 
could be used for heating as well as cooling during the peak loads. 

The floor heating and cooling system was a dry radiant system, consisting of a piping 
grid installed in the wooden layer, with aluminum profiles on the pipes for better thermal 
conductance. The details of the floor system were: chipboard system, with aluminum heat 
conducting profiles (thickness was 0.3 mm and length was 0.17 m), PE-X pipe, 17x2.0 mm. 
Pipe spacing was 0.2 m. In total there were four loops in the floor. The details of the ceiling 
system were: foam-board system, with aluminum heat conducting profiles (thickness was 0.3 
mm and length was 0.12 m), PE-X pipe, 12x1.7 mm. Pipe spacing was 0.125 m. In total there 
were six loops in the ceiling.  

A mixing station (and a controller), that links the indoor terminal unit with the heat 
source and sink, was installed in the system to control the flow to the individual loops, flow 
rate, and the supply temperature to the embedded pipes. The operation of the radiant system 
was based on the operative temperature set-point that was adjusted from a room thermostat 
and on the relative humidity inside the house (to avoid condensation). 

PV/T part (67.8 m2) was intended to produce electricity (by photovoltaic cells), and 
produce heat for the domestic hot water (DHW) and domestic appliances’ use (dishwasher, 
washing machine and tumble dryer). Extraction of heat from the PV/T panels also cools the 
panels, which helps keeping the electrical efficiency close to the maximum. Based on this 
approach, the PV/T area was divided into two parts; Part A (45.4 m2) and Part B (22.4 m2). It 
was possible for the Part B to interact with the ground.  

Part A was only intended to charge DHW tank when there was a need (no interaction 
with the ground). Part B served two purposes; charging the DHW tank and cooling the PV/T 
panels. When there was a DHW need, Part B contributed to the charging of the DHW tank. 
There was a drain-back tank between the PV/T loops and the DHW tank which made it 
possible to drain all the water from the PV/T loops, when necessary, in order to avoid boiling 
or freezing of the water in the circuits. 

The DHW tank, 180 liters, was equipped with two spiral heat exchangers and an electric 
heater. One of the spiral heat exchangers was connected to the PV/T panels via the drain-back 
tank and the other one to the active heat recovery system of the air handling unit. The top part 
of the tank (54 liters) was heated by the electric heater, when necessary.  

It was possible to ventilate the house mechanically (by means of an air handling unit, 
AHU) and naturally (by window openings in the façades). Mechanical ventilation gives a 
higher degree of control over indoor environmental quality but at the expense of energy 
consumption. This energy consumption can be eliminated with the use of natural ventilation. 
It was intended that the natural ventilation will overrule the mechanical ventilation system 
when the outside conditions are suitable, to take advantage of the passive means. The 
mechanical ventilation was only used to provide fresh air to the house since the main sensible 
heating and cooling terminal of the house was the radiant system. This also enables to have 
lower ventilation rates compared to a case where space heating and cooling is mainly obtained 
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by mechanical ventilation. 
Fresh air was provided into the house by an AHU which had passive and active heat 

recovery possibilities. The passive heat recovery was obtained by means of a cross-flow heat 
exchanger and it had an efficiency of 85% (sensible heat). The active heat recovery was 
obtained by means of a reversible air-to-water heat pump that was coupled to the AHU and 
the DHW tank. The AHU could supply fresh air at a flow rate up to 320 m3/h at 100 Pa. The 
design ventilation rate was determined to be 0.5 ach. Humidification of the supply air was not 
possible due to the limitations of the AHU.  

Fig. 0-37 shows the mechanical installations in the house and Fig. 0-38 shows the 
hydronic scheme. 

 
Fig. 0-37  Mechanical installations in the house 

 
Fig. 0-38  Hydronic scheme 

Due to the limitations in the practical implementation and chosen experimental 
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total consumption. At this point it should be noted that this chiller was used to simulate the 
ground heat exchanger and it was not a part of the initial system design. 

Fig. 0-39 and Fig. 0-40 show the overall thermal indoor environment results during the 
heating and cooling seasons, respectively. 

 
Fig. 0-39  Operative temperature and external air temperature during the heating 

season 

 
Fig. 0-40  Operative temperature and external air temperature during the cooling 

season 

Different heating strategies were tested during the measurement period. For the heating 
season, the overall performance regarding the indoor environment was satisfactory, i.e. 80% 
of the time in Category 2 of EN 15251 (2007). Among the investigated cases, floor heating 
with heat recovery on the ventilation was the optimal heating strategy concerning occupant 
thermal comfort, and thermal stratification (heat loss, hence energy efficiency). 

The house performed worse in the cooling season than the heating season; 57% of the 
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time in Category 2 of EN 15251 (2007). Overheating was a significant problem and the total 
hours above 26°C and 27°C exceeded the values recommended in DS 469 (2013). The most 
significant problems of the house were the large glazing façades (including the lack of solar 
shading) and the lack of thermal mass in order to buffer the sudden thermal loads. 

Despite the large glazing façades, the radiant floor enabled to have a uniform 
temperature distribution in the space [4]. 

The annual electricity production from the PV/T panels (4043.9 kWh) was lower 
compared to the simulation results from TRNSYS (for Copenhagen), 7434.3 kWh. Several 
factors caused this difference, lower peak power values obtained compared to the simulations, 
different climatic conditions, damaged PV/T panels, shadows on the PV/T panels. 
 

5.1.4 Description of the house, Embrace 
The second house, Embrace, competed in Solar Decathlon Europe 2014 in Versailles, 

France. After the competition, the house was transported back to Denmark, where it is 
currently being used as a test facility (as of October 2015), and it is going through a 
measurement campaign from April 2015 to April 2016. The results presented in this report are 
simulation results and measurement results obtained during the two-week competition period 
in Versailles, France.  

Embrace was designed as a single-family house for two people, with a net floor area of 
59 m2. Passive architectural solutions were combined with active (mechanical) solutions. The 
building envelope consists of two parts: the thermal envelope and the weather shield. The 
space between the weather shield and the thermal envelope creates a sheltered garden which 
is a semi-outdoor space. The Embrace’s concept is to install it on rooftops of existing 
buildings to densify urban areas. 

Fig. 0-41 shows the exterior view of the house and Fig. 0-42 shows the interior view of 
the house. 
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Fig. 0-41  Renderings of the house [5], and the house in Versailles (© Solar 

Decathlon Europe) 

 
Fig. 0-42  Photo of the interior of the house [5] 

 
The thermal properties of the envelope are given in Table 0-10. 

Table 0-10. Thermal properties of the envelope 
Component U-value [W/m2K] 
External wall 0.08 

Roof 0.085 
External floor 0.1 
Internal walls 0.38 
Internal floor 0.25 

Glazing, Type 1 0.83 
Glazing, Type 2 0.79 

 

5.1.5 Descriptions and operation principles of the heating, cooling, and ventilation 
systems of Embrace 

The theoretical design of the systems is presented in this report, which differs slightly 
from the realized system. The systems are designed to create heating and cooling locally for 
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the house, using the solar resource. The additional needs are provided by active (mechanical) 
systems. 

For heating production, solar collectors are mounted on the weather shield: they produce 
hot water that is used for domestic hot water (DHW). Due to the transient nature of the sun as 
a resource, other systems had to be implemented: necessary heat for DHW can also be 
provided by a compressor that is included in the ventilation system, which acts as active heat 
recovery and extracts heat from the ventilation air of the house. The space heating needs 
require another system: an air-to-water heat pump that is placed outside the house for this 
purpose, and linked to the storage tank (750 liters) in the technical room. 

For cooling, the main concept is to exploit nighttime radiative cooling opportunity. This 
is done through the installation of unglazed solar collectors on the ground next to the house, 
where water is circulated at night and the water is cooled by radiation towards the nocturnal 
sky. The cooled water is stored in the storage tank to be used during the next day. In case this 
free cooling is insufficient, the reversible air-to-water heat pump is used as well. 

Only one storage tank is installed, therefore it is used to store cold water in the cooling 
season and hot water during the heating season.  

The heating and cooling is provided to the indoor space through a radiant floor 
composed of six loops distributed over the two floors of the house. 

A mechanical ventilation system with heat recovery (Nilan Compact P) provides air 
change in the conditioned space. The air flow rate is kept to a minimum because the aim of 
the ventilation system is only to improve the air quality and not to condition the space. Fig. 
0-43 summarizes the different sources and their usage. 

 
Fig. 0-43  Schematic drawing of the heating and cooling production 

 
Fig. 0-44 shows the overall hydronic scheme, which has been split into different loops 

to explain the operation loop by loop (collectors loop, Nilan Compact P, radiant floor loop). 
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Fig. 0-44  Overall hydronic scheme 

 
DHW production: DHW production does not depend on whether the system operates in 

heating or cooling mode. Priority is given to the solar thermal collectors to produce the DHW. 
In case of poor solar production, the active heat recovery included in the mechanical 
ventilation system can cover the remaining DHW needs. Fig. 0-45 shows the DHW 
connections in the system. 

 
Fig. 0-45  DHW production scheme 

Heating mode: In the radiant floor loop, the external heat pump is activated when needed. 
In the first operation mode (Fig. 0-46), the water in the tank is warm enough to supply 
directly to the radiant floor, therefore the heat pump is not activated. If the temperature in the 
tank drops, the heat pump is activated (Fig. 0-47). In this case, part of the hot water is 
directly supplied to the radiant floor and the rest is stored in the storage tank. When the hot 
water tank is warm enough, the system goes back to the first operation mode. This operation 
is made so that the heat pump can work at full-load, where its efficiency is the highest. 
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Fig. 0-46  Radiant floor loop in heating – First operation mode, without the heat pump 

 
Fig. 0-47  Radiant floor loop in heating – Second operation mode, with heat pump 

activated 

Cooling mode: In cooling mode, the unglazed collectors loop is activated at night: water 
is circulated through the panels which are facing the sky (Fig. 0-48 and Fig. 0-49). This 
process enables to cool the water in the tank during the night, and it can then be used during 
the day for space cooling through the radiant floor. 

 
Fig. 0-48  Collectors loop in cooling – Day operation 
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Fig. 0-49  Collectors loop in cooling – Night operation 

The functioning of the radiant loop for cooling (Fig. 0-50 and Fig. 0-51) is similar to 
the heating mode. The tank is primarily used to supply directly to the radiant floor. The heat 
pump is activated when the storage tank is not cold enough, and it supplies both the radiant 
floor and the storage tank. The only notable difference is that the cold water is taken from the 
bottom of the tank, and the warm water is taken from the top of the tank (this difference 
between heating and cooling mode is made possible by a 4-way valve). 

 
Fig. 0-50  Radiant floor loop in cooling – First operation mode, without the heat pump 

 
Fig. 0-51  Radiant floor loop in cooling – Second operation mode, with the heat pump 

activated 

The primary energy converter for space heating and cooling is an air-to-water heat pump, 
model Altherma from Daikin. It is composed of an outdoor and an indoor unit, which includes 
also a pump and an additional electrical heater. The annualized values of SCOP and EER have 
been calculated for the climate of Copenhagen: seasonal COP is 3.8 and EER is 4.5. 

The indoor terminal unit is a dry radiant floor, made of chipboard plates on which are 
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installed aluminum plates (Fig. 0-52). The PEX pipes are inserted into the aluminum plates, 
with a pipe spacing of 20 cm. Six loops are installed in the house; two on the first floor and 
four on the ground floor.  

  
Fig. 0-52  Section and layout of the radiant floor system 

5.1.6 Energy performance and thermal indoor environment of Embrace 
The house and its mechanical systems were assembled in Versailles, France for the Solar 

Decathlon Europe 2014, where it was monitored for two weeks (July 2014). In the assembly 
in Versailles, the major difference was the position of the heat pump: it was directly connected 
to the storage tank. 

The results from simulations regarding the energy performance of the house are given in 
Table 0-11. 

Table 0-11. Annual electricity consumption and production values for Embrace [5] 

 
 

For both of the locations, Paris and Copenhagen, the electricity consumed is less than the 
produced. Using less energy than the production, the house reaches the requirements for a 
plus-energy house. The electricity production is higher in Copenhagen, because of the low tilt 
of the photovoltaic panels (22°), combined with the higher latitude of Copenhagen. 

The results from experimental monitoring are given in Fig. 0-53, which shows the 
indoor temperature in the house, in relation to the boundaries imposed by the competition 
organizers, and in Fig. 0-54, which shows the energy use of the different HVAC system 
components during the competition period. 
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Fig. 0-55  Schematic view of the system combining TABS and diffuse ceiling 

ventilation [1] 

In this system solution, the outdoor air is taken through controlled vents into the plenum 
(between the diffuse ceiling panels and the concrete slab), and it is supplied to the room 
through the small openings in the diffuse ceiling panel. The concrete slab is activated only if 
there is a peak heating or cooling demand. The air is exhausted through the air outlet placed in 
the room and under the diffuse ceiling. This system allows the use of natural means (outdoor 
air) to be used during all seasons of the year. 

5.2.2 Simulations 
In order to study the performance of the proposed system, Yu et al. [1] carried out a 

simulation study, by means of commercially available building simulation software, BSim. A 
typical office room (external dimensions of 8.0 m x 3.6 m x 4.8 m) with a net floor area of 
26.0 m2 was used in the simulations. A heavy-weight building construction was used. Fig. 0-
56 shows the studied office room.  

 
Fig. 0-56  Geometry of the simulated office room [1] 

The energy performance of the proposed system was compared to other heating and 
cooling systems; air-based heating and cooling system without the ceiling panel, TABS 
without the ceiling panel and with separate ventilation air supply, air-based heating and 
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cooling system with the ceiling panel (ventilation air supplied through the diffuse ceiling), 
and an air-based system where the heated/cooled air and the ventilation air are both supplied 
into the room directly. For air-based systems, cases with and without heat recovery (75%) 
were considered. The office building was considered to be in Copenhagen, Denmark [1]. 

The simulation results show that among the investigated cases, the proposed system has 
less primary energy use when the internal loads were higher than 30 W/m2, and the energy 
saving potential increases with the increasing internal heat load. The energy saving potential 
is as high as 50% for an internal load of 30-40 W/m2. 

While in winter, the minimum natural ventilation rate is sufficient for cooling, in peak 
cooling load conditions TABS should be activated to provide the necessary extra cooling 
effect. 

5.2.3 Experiments 
In order to extend the study of Yu et al [1]., Zhang et al. [2] carried out experiments on 

TABS and diffuse ceiling in a hot box where the authors studied the effects of different 
weather, internal loads, TABS activation mode, and the inclusion of a diffuse ceiling on 
energy performance and thermal indoor environment. A total of 12 cases were studied. Fig. 
0-57 shows the vertical cross-section of the used hot box [2]. 

 
Fig. 0-57  Vertical cross-section of the hot box apparatus chamber [2] 

Zhang et al. [2] showed that this system combining TABS and diffuse ceiling ventilation 
improves the overall thermal comfort, as well as the certain parameters of local thermal 
comfort; it was shown to reduce the draught risk, and to reduce the risk of warm ceiling that 
could result in radiant temperature asymmetry.  

In terms of energy performance, the diffuse ceiling had different effects on TABS for 
heating and cooling operation. The heat transfer coefficients of TABS for heating and cooling 
modes were increased and decreased, with the inclusion of diffuse ceiling, respectively. This 
means that lower water supply temperatures than usually are needed for cooling operation and 
this will limit the use of natural energy resources, increase the condensation risk and limit the 
high temperature cooling opportunity. 

Based on the investigations on thermal indoor environment and energy performance, the 
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authors concluded that this system enables to use the outdoor air directly for ventilation 
throughout whole year without creating thermal discomfort for the occupants [2].  
 

In addition to the 12 conditions studied by Zhang et al. [2], Yu et al. [3] continued the 
experimental work and compared 20 conditions, for the same proposed system. The work of 
Yu et al. focused on the effects of diffuse ceiling on the heat transfer from the TABS and the 
ventilation inside the plenum [3].  

The authors used the same hot box configuration given in Fig. 0-57, and considered two 
types of cases; TABS operation with and without a diffuse ceiling panel. Fig. 0-58 shows the 
studied cases [3]. 

 
Fig. 0-58  Studied configurations [3] 

Five climate conditions (extreme winter, winter, transition season, summer, and extreme 
summer) and two internal load levels (28.4 W/m2 and 57.7 W/m2) were studied [3].  
The results show that the inclusion of a diffuse ceiling decreases the cooling energy delivered 
to the room, compared to a case without a diffuse ceiling. In the heating conditions, the 
inclusion of a diffuse ceiling proved to be beneficial; more than 90% of the heating energy 
was transferred to the test room.  

When there was a diffuse ceiling, the radiative heat transfer coefficient decreased to 4.3 
W/m2K from 5.4 W/m2K. It was found that the convective heat transfer coefficient increased 
with the increasing ventilation rate and the inlet air temperature. The authors also found that 
the cooling from the diffuse ceiling to the room depended on the conductivity of the diffuse 
ceiling material and on the ventilation rate, with increasing proportion of the cooling through 
ventilation with the increasing ventilation rate. The authors concluded that further studies on 
this system should consider the dynamic effects and the effects of control system on the 
energy performance, since TABS operation in practice relies on the thermal mass and the 
steady-state studies might not be enough to fully grasp the effects on the energy performance 
[3]. 

5.2.4 Summary 
A novel heating, cooling and ventilation system benefiting from natural ventilation and 

using the diffuse ceiling ventilation and thermally active building system principles has been 
studied by means of simulations and experiments, in terms of thermal indoor environment and 
energy performance. 




